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Preface 
 
 
 
This work was commissioned by the Carbon Trust as part of research into the potential for small-
scale wind energy to help reduce UK carbon emissions. 
 
It is principally intended for engineers and scientists working in the field of small-scale wind 
energy, and to be read alongside the Carbon Trust report “Small-scale Wind Energy – Policy 
insights and practical guidance”, published in July 2008. 
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1 Introduction 
 
For several decades now the wind energy industry has focussed on the generation of electricity 
from large wind turbines located in exposed locations with high mean wind speeds, such as hill 
tops and coastal waters. In recent years an increasing number of manufacturers have produced 
small turbines suitable for use by individual householders or small businesses. Although the 
definition of ‘small wind systems’ is generally accepted to include any devices up to a rated 
power of 50kW (typically 16m diameter), turbines for domestic applications are generally less 
than a few metres in diameter and generate 2-3 kW of power. They can be mounted on roof-tops 
or free-standing poles and are usually connected to the user's distribution board (fuse box). The 
electricity that is generated can be used directly on site, with any surplus being fed into the 
electricity grid. 
 
With the possibility for widespread adoption of small turbine technology, two key questions arise: 
 
a) What is the total potential wind energy resource in the UK from small-scale turbines? 
 
b) What is the potential wind energy resource at any given location? 
 
Given that small wind systems are inevitably installed close to where people live, and the 
majority of people live in towns and cities, the answers to these questions depend on an 
understanding of the wind climatology of urban areas. As well as the overall mean wind speed, 
knowledge is also required of the wind speed distribution (due to the non-linear relationship 
between wind speed and wind power) and the wind direction distribution (for optimum turbine 
siting). Short-duration fluctuations in both speed and direction are also of interest as these can 
affect the efficiency of the turbine. 
 
This report is the result of the first phase of a project to address these questions. It describes a 
review of existing knowledge that is of relevance to the estimation of wind climatologies in urban 
areas. The scope of the review encompasses three strands: published literature, data sets and 
analysis techniques. 
 
The measurement of wind, in particular using conventional anemometers and wind vanes, and 
the creation of long-term averages from such data, are considered in §2. Surface winds are 
driven by what is happening aloft in the free atmosphere. The use of numerical models to 
describe large-scale variations in the wind climatology throughout the atmosphere, and the 
possibilities for predicting the surface wind from that higher up in the atmosphere using down-
scaling techniques, are described in §3. The effects of the underlying surface on the wind flow 
near the ground, and the ways in which they can be modelled, are covered in §4. The theory, 
experimental findings and modelling techniques relating to wind flow close to streets and 
individual buildings are described in §5. Finally, a number of existing tools for estimating the 
local wind climatology are described in §6. 
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2 Observations 
 
Measurements of wind speed and direction can be made in a variety of ways: 
 
• Cup anemometers and wind vanes – These are generally mounted on a mast or tower and 

are used to measure directly the wind close to the surface. 
 
• Radiosondes – Radiosondes can be tracked by radar, radio direction finding, or navigation 

systems (such as the satellite Global Positioning System) to obtain wind data. 
 
• AMDAR (Aircraft Meteorological Data Reporting) systems – Aircraft carrying appropriate 

sensors and software can calculate wind speed and direction from measurements of air 
speed, aircraft position, acceleration and orientation. 

 
• Weather radar – Doppler weather radars can be used to measure the wind speed along the 

direction of the radar beam (‘radial’ winds) at intervals of a few hundred metres out to a 
maximum range of about 100km. Data are normally only obtained within areas of rain, but 
some ‘clear-air’ winds are possible where concentrations of insects are high. 

 
• Vertical wind profilers – These use near vertical-pointing Doppler radar to derive the vertical 

profile of wind speed and direction from echoes of the transmitted radio waves produced by 
turbulence in the clear air. Sodar and lidar technology can also be used for wind profiling. 

 
• Atmospheric motion vectors (satellite winds) – Wind speeds and directions can be calculated 

by tracking clouds or gradients in water vapour through successive satellite images. 
 
Of these, only anemometers produce measurements of the wind speed close to the surface i.e. 
within a few tens of metres above ground level. The Met Office anemometer network is 
described in the following section and field experiments in which data have been gathered using 
surface anemometry are covered in section 5.2. 
 
The other data types relate to winds at higher levels in the atmosphere e.g. cloud height or 
aircraft cruising altitude. Weather radars have beams that are angled between 0.5 and 4 degrees 
above the horizontal, so even these do not measure the wind very close to the surface. The 
incomplete or irregular spatial and temporal coverage of these data types (e.g. due to being 
restricted to areas of rain or cloud, or to aircraft flight paths and flight times) and often short 
record lengths of these data types make them difficult to use for climatological applications. 
Instead their primary use is within numerical models of the atmosphere, from which climatologies 
of the wind at various levels in the atmosphere may be obtained – see section 3. 
 

2.1 Met Office Anemometer Network 
 
The Met Office operates a network of wind observing sites spanning the whole of the UK. 
Currently there are approximately 180 stations in operation. Due to changes in the network over 
the years, historical records exist for a total of nearly 670 different sites. The earliest digitised 
data are from 1949 but the large majority of the archive covers the period from 1969 onwards. 
Although other organisations collect wind data, it is believed that the Met Office holds the largest 
and most comprehensive archive of surface wind observations in the UK. 
 
The bulk of the data comprises hourly values of mean speed, mean wind direction and maximum 
gust speed. In the early part of the archive (generally prior to 1969) many stations only reported 
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one gust value per day (rather than one for each hour). The archive also contains a large volume 
of 10-minute means of speed and direction – these ‘spot’ values are recorded once per hour. 
There is also a small amount of daily ‘run of wind’ data (obtained by counting the total number of 
revolutions of the anemometer during a 24-hour period) – these are effectively daily mean 
speeds. 
 
Data sets of sub-hourly data are less extensive. During the late 1980s and early 1990s a digital 
logging system was used to collect 1-minute wind data from around 80 stations, although a 
proper climatological archive was never created. None of the stations was in an urban area. In 
recent years the Met Office has again begun collecting sub-hourly wind data on a routine basis. 
Complete 10-minute data (i.e. six observations per hour, rather than just one spot value) are now 
available for around 75 sites, and since September 2006 raw 1-minute data have been collected 
from approximately 30 stations. Data sets such as these will continue to increase in both number 
and record length, and eventually will form a useful source of information for examining wind 
speed variability at sites across the UK. 
 
Wind data are collected by the Met Office primarily for the purposes of weather forecasting and 
monitoring the climate of the UK. They are also used internally for a variety of other applications, 
such as dispersion modelling, and the data are also licensed for use by a wide range of other 
organisations including some in the wind energy sector. 
 
The aim has always been to ensure, where practical, that the observations are made in a 
uniform way across the entire network. Wind speed and direction are measured using a cup 
anemometer and wind vane. The standard exposure is at 10m above the ground on a mast or 
tower in open, level terrain i.e. above short grass and away from obstacles such as buildings and 
trees (the exception being run of wind measurements which have typically been made on 2m 
masts). This standard exposure complies with the advice given by the World Meteorological 
Organization on good practice in making measurements of surface wind (WMO, 1996). 
 
In practice the archive is not entirely homogeneous. Much of the data has been collected using 
anemometers with a start-up speed of 5 knots (~2.5 m/s). However some of the older data will 
have been measured using equipment with a start-up speed of 7 knots (~3.5 m/s). Conversely, 
in recent years the network has been upgraded to use modern, lightweight anemometers with a 
start-up speed of less than 1 knot (~0.5 m/s). These changes in low wind speed performance 
should not be of great significance to wind energy calculations (where the focus is on higher 
wind speeds and power is related to the cube of the wind speed) but they nevertheless highlight 
the difficulties of balancing consistency and quality in an archive that has been built up over 
many years. 
 
With regard to the sites themselves, most are well exposed. However some sites have moved 
short distances during their lifetime (e.g. from one side of an airfield to another) while others will 
have been affected by gradual changes (e.g. changes in the land use of the surrounding area, 
such as increasing urbanisation). 
 
More importantly, for small-scale wind energy, some stations have been located in, or adjacent 
to, urban areas. This has happened either because there was ready access to urban sites (such 
as the Met Office’s network of regional Weather Centres), or because of the lack of more 
suitable sites in a particular area, or because of the need to collect wind data in certain areas to 
meet a particular business need. 
 
There are currently 373 distinct locations for which the Met Office holds some hourly mean wind 
data. The basic character of each site has been assessed using 1:50,000 scale mapping and a 
total of 68 stations have been identified that could be considered ‘urban’ to a greater or lesser 
degree. This assessment is summarised in Table 1. 
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Table 1: Numbers of Met Office anemometers in different built-up environments 
 

CATEGORY NUMBER OF SITES 
City centre sites  16 
Town centre sites  5 
Suburban sites  13 
Villages  1 
Park locations within a built-up area  6 
Coastal locations adjacent to a built-up area  17 
Sites on the fringe between rural and built-up areas  4 
Unclassified  6 

 
 
 
Note that this is a subjective classification i.e. the distinction between different categories is not 
exactly defined and ultimately each site has a unique exposure. This is reflected by the fact that 
several sites did not fall clearly into one category and so remain unclassified. 
 
The locations of these sites are shown in Figure 1 and they are listed in Table 2. 
 
 
 

Table 2: List of Met Office anemometer stations in or adjacent to built-up environments 
 

CLASSIFICATION STATION NAME 
BRISTOL WEATHER CENTRE 
CARDIFF WEATHER CENTRE 
KIRKLEES COUNCIL 
LEEDS COUNCIL 
LEEDS WEATHER CENTRE 
LIVERPOOL MUSEUM 
LONDON WEATHER CENTRE 
MANCHESTER WEATHER CENTRE 
MANCHESTER, HULME LIBRARY 
MIDDLESBROUGH, LONGLANDS COLLEGE 
NEWCASTLE WEATHER CENTRE 
NORWICH WEATHER CENTRE 
POST OFFICE TOWER (LONDON) 
PRESTON BOROUGH TOWN HALL 
SOUTHAMPTON 

City centre 

WOLVERHAMPTON 
CAMBRIDGE GUILDHALL 
MILTON KEYNES 
OXFORD 
PAISLEY 

Town centre 

RUGBY 
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Table 2 (cont.): List of Met Office anemometer stations in or adjacent to built-up environments 

 
 

CLASSIFICATION STATION NAME 
BELFAST DANESFORT 
CHANNEL TUNNEL 
CLEETHORPES, HAVERSTOE PARK 
COVENTRY, COUNDON 
DEPTFORD 
EAST KILBRIDE NO 2 
EDGBASTON 
ENFIELD 
HERNE BAY NO 2 
RENFREW 
ROSS-ON-WYE 
SHEFFIELD 

Suburban 

SHEFFIELD UNIVERSITY 
Village MANBY 

BIDSTON 
LEICESTER UNIVERSITY 
MIDDLESBROUGH, COULBY NEWTON SCHOOL 
SHINFIELD PARK 
SOUTHWARK 

Park 

ST JAMES'S PARK 
BELFAST HARBOUR 
BELFAST HARBOUR DOCK 
DEAL 
FLEETWOOD 
FRASERBURGH 
GORLESTON 
GRAVESEND NO 2 
GREENOCK PORT 
KILKEEL 
MILFORD HAVEN CONSERVANCY BOARD 
PETERHEAD HARBOUR 
PLYMOUTH, MOUNTBATTEN 
SHOREHAM-BY-SEA 
SOLENT 
SOUTH SHIELDS 
SOUTHAMPTON, OCEANOGRAPHY CENTRE 

Coastal 

SOUTHSEA 
NOTTINGHAM, WATNALL 
PORTADOWN S WKS 
SHEPSHED Rural fringe 

SOUTHPORT 
CUMBERNAULD 
INNSWORTH 
LONGBRIDGE 
MILDENHALL 
ROCHDALE 

Unclassified 

WALTON-ON-THE-NAZE 
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Figure 1: Map of Met Office anemometer stations located in or adjacent to built-up 

environments 
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Even for stations in or near to built-up areas the aim is still to locate the anemometer so that it is 
well exposed e.g. on a mast fixed to the top of a building without neighbouring obstructions. 
Figure 2 shows two typical examples in London and Newcastle. 
 

     
 

Figure 2: Photographs of the anemometers at London Weather Centre (left) and Newcastle 
Weather Centre (right) 

 
Recent guidance on the siting of meteorological instruments in urban areas (Oke, 2006) 
recommends that wind sensors should be mounted on a tall tower above the level at which the 
effects of individual buildings are discernable. This ‘blending height’ is estimated to be anywhere 
between 1.5 and 5 times the mean building height, depending on the building density and the 
height variations of the surrounding buildings (see §5). 
 
In practice few of the Met Office stations in urban areas are high enough to ensure that the 
observations are unaffected by the local micro-climate i.e. such stations are unlikely to be truly 
representative of the wider urban area in which the station is located. Conversely few, if any, of 
these anemometers will be in positions that might be regarded as typical of the sort of 
environment in which an urban wind turbine would be located. 
 

2.2 Summary Statistics 
 

2.2.1 Long-term Averages 
 
Climatological averages are conventionally calculated for periods of 30 years e.g. 1961-1990, 
1971-2000. This is long enough to produce a robust average but short enough to produce a 
value that is representative of ‘current’ conditions. In recent decades the climate has been 
changing more rapidly than previously, making it more difficult to characterise the current climate 
from historical data. This is a particular problem for averages of temperature as the trends are 
strongest for this variable. The possible impacts of climate change on the wind climatology of the 
UK will be examined in the second phase of this project. 
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To calculate a 30-year average for a station that has a complete set of observations covering the 
entire period is a straightforward exercise. In practice there are few stations that have operated 
continuously for 30 years. Even during the period that a station has been reporting there are 
invariably issues affecting the quality of the data record. For example: 
 

- there may be gaps in the record due to equipment failure or malfunction, data 
transmission problems etc 

- the location of the anemometer mast may have changed during the history of the site 
e.g. from one side of an airfield to the other 

- the equipment may have changed e.g. from an anemometer with a start-up speed of 5 
knots to a lightweight device with a start-up speed of 1 knot 

- the exposure of the site may have changed e.g. due to urbanisation of the surrounding 
area 

- the processes used to check the quality of the observations have changed over the years 
 
Such factors can have a complex effect on the data and sophisticated analysis techniques are 
required to correct for them. 
 
The Met Office has calculated 30-year averages of mean wind speed for 1961-1990 and 1971-
2000 for the stations in its observing network. The starting point is the archive of hourly mean 
speeds. These data have been subject to basic quality control tests to eliminate values that are 
clearly in error but no attempt has been made to adjust the data for inhomogeneities or trends. 
The hourly data are used to create a time series of monthly mean values for the whole observing 
record of each site. Some monthly values are based on an incomplete set of hourly data – only 
months with less than 2 days (i.e. 48 hours, or 6-7%) of missing data are used to generate the 
30-year averages. 
 
As noted above, few stations have data for every month of a 30-year period. In order to 
produced unbiased estimates of the true long-term average it is necessary to fill in the gaps 
using an appropriate estimation technique. This infilling procedure is carried out separately for 
each month i.e. all Januarys are analysed separately from all Februarys etc. It involves using 
linear regression to model the relationship between the monthly mean wind speed at a target 
station and at a neighbouring station. For each station with gaps in its record, the six best 
neighbours are chosen based on their correlation with the target station. A linear regression 
equation is calculated for each neighbour, using data for the years of overlap with the target 
station, and this equation is used to calculate an estimate for the target station. A weighted 
average (based on the correlation coefficient) of the estimates from all six neighbours is taken to 
arrive at the final estimate for the missing monthly value. See Perry and Hollis (2005a) for a 
more detailed description. 
 
Once the gaps in the monthly data have been filled, the 30-year averages can be calculated 
from the complete set of data for each calendar month. The annual average is obtained by 
taking a weighted average (to reflect month length) of the 12 monthly long-term averages. 
 
In a few instances, the estimation process is unable to fill every gap in a station’s record. This is 
most likely to occur for stations with small amounts of original data, for which there can be 
insufficient well-correlated neighbours to produce a robust estimate. The actual number of years 
of data used is stored alongside the average itself in the Met Office’s climate statistics database. 
 
Note that these averages are therefore not corrected for changes in the character of the 
observation, but only for gaps in the record. 
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2.2.2 Wind Speed Frequency Distributions 
 
To accurately determine the annual output from a turbine it is necessary to know more than just 
the long-term mean wind speed. This is because the amount of power that can be generated is, 
both theoretically and in practice, a non-linear function of wind speed. As well as the theoretical 
dependency of wind power on the cube of the wind speed, the majority of turbines only generate 
power between a minimum ‘cut in’ speed and a maximum ‘cut out’ speed, so knowing the 
proportion of time that the wind speed is outside this range is clearly important. An 
understanding of the frequency distribution of wind speed is therefore essential when estimating 
energy production. 
 
Small turbines can respond to quite rapid changes in wind speed, and fluctuations around the 
cut-in and cut-out speeds are particularly significant as these can cause the turbine to become 
disconnected from the electricity distribution network. Ideally the frequency distribution would be 
constructed from short-duration (e.g. 1-minute) mean values but in practice hourly mean values 
are often used due to the much longer records of hourly data that are available. 
 
For locations with long records of on-site wind speed measurements the frequency distribution 
can be obtained directly from the observations. However in most cases the wind climatology is 
estimated from data from another location e.g. a nearby reference station, or from winds higher 
up in the atmosphere. In such situations it is convenient to describe the frequency distribution 
using a statistical model, thus reducing large volumes of wind speed data to a small number of 
parameters. 
 
For many years the 2-parameter version of the Weibull distribution (Weibull, 1951) has been the 
de facto industry standard for modelling wind speed distributions. It is the only distribution to be 
utilised in the popular WAsP wind atlas software package (see §6.3). The cumulative distribution 
function is given by: 
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where U is wind speed and A and k are the scale and shape parameters of the distribution 
respectively. Various methods for calculating the parameters have been used – see Basumatary 
et al (2005) for a recent comparison of five alternatives. 
 
Chadee and Sharma (2001) give a comprehensive summary of the history of the Weibull 
distribution from its first application to wind speed data over 50 years ago. They note that in 
comparative tests the Weibull distribution was found to be preferable to alternatives such as the 
Rayleigh and 2-parameter log-normal distributions, and that its flexibility and general applicability 
has led to its widespread adoption by the wind energy community. However they also note that 
no single distribution could be expected to give good results in all situations, given that wind 
patterns vary from station to station due to differing topography. They assert that the acceptance 
of the 2-parameter Weibull as the only distribution to use is questionable and go on to describe 
five 3-parameter distributions that they believe merit further investigation as possible 
alternatives. 
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3 Atmospheric Modelling 
 

3.1 Large-scale spatial variations 
 

3.1.1 The wind above the boundary layer and the geostrophic wind 
 
In the free atmosphere there is very little friction and, at mid-latitudes, the wind may be 
approximated by the geostrophic wind. This is the wind for which the effects of the pressure 
gradient and the rotation of the Earth are in balance. It flows parallel to the isobars (lines of 
constant pressure on a weather map), with high pressure on the right in the Northern 
Hemisphere. The strength of this wind, G (in ms-1), is given by 
 

/( )xG P fρ=  
 
Here Px is the magnitude of the pressure gradient (in Pa m-1), ρ is the density, and f is the 
Coriolis parameter (= 2ΩsinΦ, where Ω = 7.3x10-5 s-1 is the rate of rotation of the Earth and Φ is 
the latitude in degrees). At 50 degrees N (as in parts of the UK), this gives G ≅ 7500Px. 
 
The pressure gradient varies as weather systems move through (e.g. being large in the vicinity 
of a deep Atlantic cyclone and much smaller in the middle of a large anticyclone). Climatologies 
can be obtained from observations of surface pressure corrected to sea level (e.g. Borresen 
(1987) for the North Sea; Palutikof et al. (1992) for the UK). It is also be possible to directly 
construct a climatology of winds at a level chosen to be above the boundary layer (e.g. 850 hPa) 
from radiosonde data. This has been done by a number of authors, sometimes over a limited 
area as part of a statistical-dynamical downscaling exercise (e.g. Hinneburg and Tetzlaff 1996; 
Mengelkamp et al. 1997), but also over much of Europe (e.g. Szepsi et al., 2000). One difficulty 
is in obtaining a sufficiently long and homogeneous dataset with spatial resolution adequate to 
resolve mesoscale features. 
 
Near-surface wind observations can also be used in the construction of regional wind 
climatologies. This was done in the construction of the European Wind Atlas (Troen and 
Petersen, 1989). The main difficulty with this approach is that near-surface winds are strongly 
influenced by local effects (land-use, orography etc), and it is necessary to disentangle the 
effects of local variations from larger-scale effects. This may be particularly difficult where local 
circulations are set up (Lyons 1989; Mengelkamp et al., 1997) 
 

3.1.2 The effects of the boundary layer 
 
To leading order, the near surface winds will vary with the geostrophic wind (as the pressure 
gradient provides the driving force). However, drag at the surface slows the near surface winds 
and turbulent eddies mix low momentum air upwards. The result is that the mean wind within the 
boundary layer is slowed relative to the geostrophic wind. In turn this means that the pressure 
gradient and Coriolis forces are no longer in balance, and the wind within the boundary layer 
rotates so that it has a component in the direction from high to low pressure (i.e. flow is no longer 
parallel to the isobars). 
 



 

- 15 - 

The details of the wind profile within the boundary layer depend on the strength of the turbulent 
mixing. In near-neutral conditions (when heating or cooling of the atmosphere from the surface is 
not significant) the turbulence is largely mechanically driven. The resulting wind profile has a 
logarithmic form and boundary layer depths over the United Kingdom are typically around 500-
1000 m. Heating at the surface (e.g. in the afternoon) leads to the formation of thermals which 
give stronger mixing, producing a convective boundary layer which typically shows a mean wind 
that is roughly constant through most of its depth, with strong shear close to the surface. 
Conversely, cooling at the surface (e.g. at night) damps the turbulence, producing a stable 
boundary layer which is typically shallower (tens to a few hundred metres deep) and shows 
significant wind shear throughout its depth. 
 
This picture is extremely well-established, both from observations (e.g. Garratt, 1992) and large-
eddy model simulations (e.g. Brown, 1996). The result is that there is typically a pronounced 
diurnal cycle in near-surface winds. As an example, Figure 3 shows monthly time-series of 
observed 10m wind at 00, 06, 12 and 18UTC averaged over the United Kingdom. The day time 
winds are systematically stronger than the night time ones, particularly in summer when the 
daytime heating is strongest. In winter the winds are stronger at all times of day, and show a 
rather weaker diurnal cycle. This highlights the general point that the windiest conditions of most 
interest for wind power are likely to have near-neutral boundary layers. Indeed, it is commonly 
assumed in wind power applications that the boundary layer can be assumed to be neutrally 
stratified (or, as in WAsP, that stability effects can be assumed to be a small perturbation about 
a neutral basic state). It is not clear that the errors associated with these assumptions have been 
fully quantified, although they may be expected to be smaller over urban areas than rural ones 
due to increased mechanical mixing and a reduced tendency to form stable boundary layers by 
night. 
 

 
Figure 3: Time series of 10m wind observations averaged over the United Kingdom at 00, 06, 12 
and 18 UTC. 
 
Although the qualitative understanding of the behaviour of the boundary layer is good, 
quantifying the relationship between the geostrophic wind and low-level winds is rather more 
problematic. A number of observational studies (e.g. Grant and Whiteford, 1987 and references 
therein) have attempted to relate, in the framework known as Rossby Similarity theory, the 
geostrophic wind either directly to the 10m wind, or, more commonly to the surface stress (from 
which low-level winds can be obtained as described in Section 4). The relationship between the 
surface stress and geostrophic wind is commonly referred to as a geostrophic drag law. 
 
Typically the results for stress or low-level wind are quite scattered, with, for example, the values 
quoted in Grant and Whiteford implying a range of 10 m winds in neutral conditions from 4.3 to 
5.2 m s-1 for a geostrophic wind of 10 m s-1 and a roughness length (see Section 4) of 0.1 m. It is 
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likely that some of the uncertainty arises from the impossibility of finding truly equilibrium, neutral 
conditions in which to make measurements (e.g. Arya and Wyngaard, 1975). Idealized modelling 
studies (e.g. Brown, 1994) provide a possible cleaner alternative, but the models themselves 
have uncertainties in their formulation, and even in neutral conditions an uncertainty in 10m wind 
speed of 5-10% must be accepted. Application of these idealized results will in any event be 
difficult as, for example, the real atmosphere will not be exactly neutral and in equilibrium. It may 
be the most promising way forward is to use NWP models. These predict surface stress and low 
level wind routinely, taking into account stability and non-equilibrium conditions. Although these 
models rely on simple representations of turbulence (and indeed are sensitive to them), they 
have been implicitly tuned over many years through the requirement to give accurate predictions 
of 10 m wind when compared with surface anemometer observations (which will be primarily in 
rural areas). 
 
 

3.2 Numerical Weather Prediction (NWP) Models 
 

3.2.1 NWP and large–scale climatologies 
 
Weather forecasts are produced by numerical models which solve the fluid equations of motion 
describing the atmospheric flow and include relevant physical processes and boundary 
conditions such as orographic height, and surface sea temperatures. The model forecasts are 
initialised from a blend of recent forecasts and observations which have been used to modify the 
model variables through a process of data assimilation. The total set of model values, or state, is 
then self consistent and consistent with the dynamical equations and atmospheric balanced 
motions. This initial state is called a numerical analysis. The process of ingesting observations 
and then making predictions by solving the equations for future times is called Numerical 
Weather Prediction (NWP). 
 
To produce operational forecasts in a timely way powerful supercomputers and reliable 
communications to collect the observations are needed. There are relatively few centres that run 
global models. Leading centres in terms of global coverage, model sophistication and accuracy 
include the European Centre for Medium Range Weather forecasts (ECMWF), the US National 
Centres for Environmental Prediction (NCEP), the Met Office, and the Japanese Met Agency. 
 
Despite the powerful supercomputers the mesh of points that represents the atmosphere is still 
limited in both horizontal and vertical extents by processing time constraints. For global models 
the grid size is typically around 40-50km and 40-90 vertical levels. This limits the fine-scale detail 
that may be represented, so that, for example the height of orographic features is smoothed to 
average values for 50x50km areas. Many models use the hydrostatic equations which are a very 
good approximation for larger scales down to around 5km but exclude smaller scale motions and 
vertical accelerations. Local effects are therefore inadequately captured by these models. To 
improve the resolution smaller limited area (LAM) domains are used. These may be regional 
models covering an area such as Europe, or mesoscale models such as the Met Office UK area 
model with 4km grid mesh. Typically, limited area models have grid sizes from 12km down to a 
few km. Vertical levels are usually around 40-70. 
 
Operational forecasts are usually run twice or 4 times each day with new initial states based on 
the inclusion of the latest observations. Since the NWP systems synthesise the observations and 
the information carried forward by the model from past observations they represent the best 
comprehensive data sources for meteorological variables, such as winds, at arbitrary locations 
within their domains. Complete time series for individual sites and climatologies may be derived 
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from the archived NWP analyses and forecasts. Besides mean wind speeds and wind direction 
roses it is potentially possible to investigate seasonal and diurnal variations and make estimates 
of both mean wind and gusts. NWP data is most useful for the larger scales and captures well 
the geostrophic (or synoptic) wind variations. Because it is limited by spatial resolution it does 
not represent local effects and small scale influences due to the details of land use, buildings 
etc. For this the data need to be further processed or downscaled in a sensible way. This may be 
by microscale models with finer specification of the local influences. 
 
A possible disadvantage of past NWP data is that the forecast systems have been steadily 
improved and so the accuracy and errors are not constant over longer periods. In recent years 
global reanalysis data has become available from both ECWMF and NCEP/NCAR. These have 
been produced by running the most up-to-date NWP systems with historical weather 
observations so that the improved NWP systems are able to treat consistently the observations 
over an extended period of typically 40+ years. A limitation of these reanalyses is the degraded 
horizontal resolution. The NCEP/NCAR reanalysis (Kalnay et al, 1996, Kistler et al, 2001) is 
around 200km and ECMWF’s ERA-40 (Uppala et al, 2005) is 125km, whilst the earlier ECMWF 
ERA-15 (Gibson et al, 1997) was also 125km but with a less accurate representation of the 
orography. Currently at ECMWF an interim reanalysis is being made (Simmons et al, 2007). This 
is at a slightly higher resolution (80km) and uses improved model formulation and data analysis 
methods. The period starts from 1989 and the data will be available when the reanalysis reaches 
the end of the ERA-40 period (end of 2002). Another global reanalysis, JRA-25 has recently 
been made available (March 2006) by the Japanese Meteorological Agency (JMA) and Central 
Research Institute of Electric Power Industry (CRIEPI) (http://www.jreap.org). The resolution is 
again 125km. It should be noted that these reanalyses are still not completely homogeneous due 
to the evolution of the observing network and the greater use of satellite data in the modern 
period. 
 

3.2.2 Downscaled climatologies from NWP data 
 
Estimates of possible wind power resources require representative wind statistics over a 
reasonable period, at least several years, to capture the full range of variation. Mean values or 
climatologies are employed. The problem is to describe local scale details from large-scale NWP 
or general circulation climate models. A downscaling procedure has to be used. The most 
obvious, but computationally intensive way, is taking the coarse resolution data and performing 
progressively higher resolution model simulations to produce data with a horizontal (and vertical) 
resolution much higher than the resolution of the original data. The computing resources (power 
and storage) have generally been prohibitive for this approach. A number of statistically based 
alternatives have been used to construct climatologies economically. 
 
The simplest approach is statistical downscaling. Observations at a location are related to the 
large-scale NWP grid values of one or more model parameters by regression for a shorter but 
sufficiently long period for the relationships to be statistically stable. These may then be applied 
for the full NWP data to derive climate values. The drawback of this method is that it assumes 
the relationships hold for all times and that it can only be applied where there are sufficient 
observations to establish the relationships. Finer scale variations to establish climatologies on a 
higher resolution grid or at arbitrary locations are not possible. Therefore a combined statistical-
dynamical approach, sometimes called regionalisation, (Mengelkamp et al, 1997, Frey-Buness 
et al, 1995, Frank and Landberg, 1997, Heimann, 2001) is used, Figure 4. 
 
The main steps are performing a cluster or class analysis (e.g. by weather type) of the large-
scale atmospheric parameters from either observations or a long time series of NWP analyses. It 
is assumed that the climate of a region is described by the classification of an appropriate (small) 
set of parameters, such as wind speed and direction at 850hPa and vertical temperature 

http://www.jreap.org/
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gradient (Mengelkamp et al, 1997) or geostrophic wind (Frank and Landberg, 1997). The 
frequency in each class is determined from the NWP analyses. For each member of the 
classification a mesoscale model is run to quasi-equilibrium and the wind fields obtained are 
weighted by the frequency to provide a climatology. The mesoscale model is forced by a 
prescribed profile of geostrophic wind and background temperature. Different approaches to the 
classification have been used. Frank and Landberg (1997) analysed the wind climate over 
Ireland using 65 classes of geostrophic wind in 30° wind sectors and equal frequency wind 
speed bins from the 850hPa wind observed at Valencia. Frey-Buness et al (1995) used a total of 
48 classes using 12 wind direction intervals, 2 seasons and 2 cloud/rain divisions. Nineteen 
years of relatively coarse ECHAM climate model simulations over the Alpine region were 
analysed and downscaled to produce a regional wind and temperature climatology. The major 
advantage is a much smaller number of higher resolution simulations are required to produce a 
climatology. Rather than predefined classes an optimum clustering method can be employed 
(e.g. Cutler et al, 2006). 
 

Time series of coarse scale (global) analyses – 
subset of important parameters e.g. wind speed and 

direction, temperature gradient 

Regional Classification 
Cluster analysis, predefined classes e.g. 12 wind 

directions, wind speed bins 

Regional dynamical 
simulations – one 
higher-resolution 

(mesoscale) model run 
per class 

 
Cluster / class 

frequency 

Regional wind field    X    cluster frequency 

Regional / local wind climate 

 
 

Figure 4: Statistical-dynamical approach (after Mengelkamp et al, 1997) 
 
 
A similar statistical-downscaling approach has been developed at the Meteorological Service of 
Canada to produce a wind atlas for Canada (http://www.windatlas.ca/en/index.php, Glazer et al, 
2005), which forms part of the Wind Energy Simulation Toolkit (WEST), (Yu et al, 2006). 
NCEP/NCAR reanalyses at 2.5° resolution were classified for each of 65 overlapping tiles. 
Geostrophic wind was classified into 16 directions and 14 speed intervals, along with the sign of 
the vertical wind shear between 1500m and 0m to produce 432 possible classes. No wind shear 
split was applied to the lightest winds. For each tile domain the musicale MC2 model (Girard et 
al, 2005) was initialised using a single atmospheric profile for each class. The model was run 

http://www.windatlas.ca/en/index.php
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with constant lateral boundaries for each domain, gradually growing the mountains and with a 
dry atmosphere. Surface temperatures were fixed and radioactive effects were excluded so that 
sea/lake-breezes and mountain/valley circulations are not possible. The model was run to 
establish a dynamical equilibrium and climate statistics obtained by weighting by the frequency 
of each of the classes. 
 
Fuentes and Heimann (2000) suggested an improved statistical-dynamical downscaling method 
based on the assumption that the “evolution of the large-scale circulation can be described as a 
sequence of large-scale weather types prevailing for several days (episodes). During the 
prevalence of a certain weather type, the dominant circulation pattern does not change 
significantly. The transition from one weather type to the next occurs within the order of one day 
which is rather quick in comparison to the duration of each type.'' The idea is related to the 
notion of large-scale weather types over Europe. Instead of defining weather types by single 
horizontal averaged parameters over a domain, large-scale fields of several meteorological 
parameters are classified in combination using multivariate statistical methods. The mesoscale 
model is then run using the most typical episode in each class. Time-varying large-scale flow is 
imposed through the lateral boundaries, so that the temporal evolution of mesoscale features is 
modelled for the full duration of the multi-day episodes. The method was applied to ERA-15 data 
at 12 hourly intervals to derive the winter precipitation climate over the Alps. A 20km resolution 
wind climatology of the eastern Adriatic coast was obtained by this approach (Heimann, 2001), 
again using ERA-15 reanalyses and 22 weather types. 
 
An objective method for classification of synoptic weather regimes over Europe and the north 
east Atlantic has recently been developed (James, 2007) using both ERA40 and NCEP/NCAR 
reanalyses. The classification could be applied to future statistical-dynamical downscaling 
applications. 
 

3.2.3 Dynamical downscaled climatologies 
 
The statistical-dynamical approaches whilst being economical have the drawback that extremes 
and transient behaviour are excluded by the weather type classification. Potentially these may 
be better captured by a more direct dynamical downscaling. A limited area mesoscale model is 
run with large-scale analyses used as initial and lateral boundary data for a long representative 
period which should sample these. This has been attempted with the ALADIN model (Agar et al, 
2005). The ERA-40 analyses for 1992-2000 were interpolated to a 30km grid and run for every 
other day of the 10 year period for 60h. Smaller multiple nested ALADIN models with 10 and 
2.5km were run within this. Disregarding the first 12h spin-up period as the mesoscale models 
adjusted from the larger-scales the subsequent model fields were averaged to form a surface 
wind climatology over Slovenia. Validation against surface observations showed the 10km model 
results to be reasonable in coastal and flat land area whilst the 2.5km results were an 
improvement at mountain stations. A similar downscaling approach with the ALADIN model 
downscaling from ERA-40 to 10km has been validated for the special observing period of the 
Mesoscale Alpine Program (MAP-SOP) (Agar et al, 2006). A Fourier analysis showed the model 
simulated the low level winds well at mountain stations where 80% of the spectral power was 
due to motions longer than diurnal periods. However the majority of stations, which were at lower 
elevations, had over 40% of the power in the sub-diurnal range. For these the model significantly 
underestimated the spectral power (at only 10%) indicating that the downscaling is 
predominantly a dynamical adjustment to the new (finer-scale) terrain. 
 
A similar dynamical adaptation approach has been applied to NCEP/NCAR reanalyses from 
1995 to make digital wind atlases for Poland and Sardinia on a 6km horizontal grid (Sander and 
Chun, 2004). 
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A wind atlas for Ireland has been made by downscaling NCEP/NCAR reanalyses with the MASS 
(Mesoscale Atmospheric Simulation System) model (Brower et al, 2003). A stratified random 
sampling of 15 years of reanalysis data was used to simulate 366 days with nested mesoscale 
domains of 30, 8, and 2km. The sampling ensured each month and season were represented 
equally. The output from the finest resolution was then coupled to Wind Map, a mass consistent 
wind flow model to derive a 200m resolution climatology. 
 
Rather than perform special model simulations from reanalyses it is possible to extract data from 
the operational archives of NWP forecast models and form means over a number of years. 
Although the modelling systems gradually evolve and improve over the extended period of study, 
the major variations due to the weather are well captured by modern NWP systems and 
dominate the generally smaller changes in accuracy of the forecasts and analyses. An offshore 
UK marine renewable atlas (Cooper et al, 2006) includes a wind climatology, at 19.5m above 
sea-level, derived from the Met Office operational mesoscale model winds at 12km horizontal 
resolution. The atlas is formed from moaned model winds over the period June 2000 to 
September 2003. 
 
A similar atlas is in preparation at the Met Office for the UK including land and near coastal 
regions from both 12km models and a more recent 4km grid model. There is an archive of 12km 
data since June 1998, whilst the 4km data are available from the beginning of 2006.The 
advantage of this method is that similar computing resources are needed as are used in 
analysing the climate of the reanalyses in the statistical-downscaling approach, but the models 
have already been run for all the cases at a much higher resolution with full parameterisations of 
the important physics. Potentially this enables a much better sampling of smaller scale 
mesoscale circulations and fuller analysis of the wind characteristics. 
 
 

Table 3 NWP data sources 
 

Data NWP system Resolution/area Period 
NCEP/NCAR 
Reanalyses 

Global NCEP forecasting 
system as at 1995 

200km global Jan1948 - onwards 

ECMWF 
ERA-15 
ERA-40 

 
IFS as at 1995 
IFS as at 2001 

 
125km global 
125km global 

 
Dec1978 - Feb1994 
Sep1957 - Aug 2002 

JMA/CRIEPI 
JRA-25 

Jam’s operational system 
in April 2004 

125km global Jan 1979 - Dec 2004 

Met Office 
12km LAM 
analyses 

Intermittent improved 
(approximately 2-3/year) 

12km UK & 
surrounds 

June 1998 - onwards 

Met Office 
4km UK 
analyses 

Intermittent improved 
(approximately 2-3/year) 

4km UK & 
surrounds 

Jan 2006 - onwards 

 Links 
NCEP/NCAR 
Reanalyses 

dss.ucar.edu/pub/reanalysis/ 
www.cpc.ncep.noaa.gov/products/wesley/reanalysis.html 

ECMWF 
ERA-15 
ERA-40 

http://www.ecmwf.int/research/era/ERA-15/index.html 
http://www.ecmwf.int/research/era/index.html 
 

JMA/CRIEPI 
JRA-25 

http://www.jreap.org 

 

http://dss.ucar.edu/pub/reanalysis/
http://www.cpc.ncep.noaa.gov/products/wesley/reanalysis.html
http://www.ecmwf.int/research/era/ERA-15/index.html
http://www.ecmwf.int/research/era/index.html
http://www.jreap.org/
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4 Boundary Layer Modelling 
 

4.1 Wind profile near the surface 
 
Near the ground, the speed of the wind is reduced because of the drag of the ground surface. 
The size of the drag depends on the texture of the surface, so that it is greater when the surface 
is composed of trees and buildings than when it is composed of blades of grass, for example. 
Such components of the surface are generally referred to as roughness elements and together 
they form the canopy. The roughness elements interact with the wind directly through the 
pressure exerted on them by the wind. The drag thus caused is transmitted to the wind at higher 
levels by the action of turbulent stresses, resulting in a gradual reduction of wind speed with 
decreasing height. 
 
The region of the atmospheric boundary layer in which the height scale is much less than the 
boundary layer depth, but much greater than the (mean) height of the canopy, , is called the 
inertial sublayer. The region below this layer, up to a few times the canopy height, is called the 
roughness layer (or roughness sublayer). These layers are illustrated in 

h

Figure 5. [The inertial 
sublayer is often also called the surface layer, and indeed the latter term is more common in the 
meteorological community as a whole. However it seems inappropriate when the roughness 
elements are large (as in urban areas) and the layer does not extend close to the surface. As a 
result, urban meteorologists tend to use the term “surface layer” to include both the inertial and 
roughness sublayers. To avoid confusion we will not use the term “surface layer” in this report.] 
 

 
 

Figure 5: The layers of the atmosphere and the urban plume, 
PBL = planetary boundary layer,  
UBL = urban boundary layer,  
UCL = urban canopy layer 
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In the inertial sublayer, the magnitude of the turbulent shear stress, τ , is approximately 
constant, and the height-gradient of wind, or wind shear, may be related to the shear stress, the 
height, and the density of air by a dimensional argument, 
 *du dz u z∝  (1) 

where u is the wind speed, is the height and z *u τ ρ= is a quantity called the friction velocity, 
obtained from τ and the air density ρ . Since τ  is approximately constant in the inertial 
sublayer, so is . Thus the expression for the wind shear may be integrated to yield the 
logarithmic wind profile near the ground, 

*u

 *

0

( ) lnu z du z
zκ

⎛ ⎞−
= ⎜

⎝ ⎠
⎟  (2) 

Here, the proportionality constant (called Von Karman’s constant) is 0.4κ ≈ , and and are 
called the roughness length and displacement height (or zero-plane displacement), respectively. 
It can be seen that varying the value of  changes the effective origin from which height is 
measured (moving the wind profile ‘up’ or ‘down’), whereas varying the value of changes the 
value of the wind speed by the same amount at all heights. The roughness length is a measure 
of the drag exerted on the wind by the underlying surface – higher values indicate more drag. 
The displacement height quantifies flow-blocking effects. The sizes of these lengthscales 
depend on the properties and arrangement of the roughness elements. 

0z d

d
0z

 
When the ground (or canopy) becomes warmer or colder than the air above, turbulent eddies will 
transport a buoyancy flux TB  as well as a momentum flux through the boundary layer. From the 
buoyancy flux, a new dimensionless group called the stability parameter ( /  may be formed, 
where the Obukhov length 

)z L
3
* / TL u Bκ= − . Note that for a neutral boundary layer, 

0T
zB 0
L

= ⇒ = , for a stable boundary layer (cold ground) 0z
L
> , and for an unstable boundary 

layer (warm ground) 0z
L
< . It is assumed that the dimensionless wind shear must depend on 

this parameter, so that the equation for the wind shear now becomes 

 
*

m
z du z

u dz L
κ ⎛ ⎞= Φ ⎜ ⎟

⎝ ⎠
 

where is an unknown function, known as the Monin-Obukhov stability function for 
momentum. To recover the neutral case, it is expected that 

mΦ
(0) 1mΦ = . Since stably stratified air 

resists vertical mixing more than neutral air, it is expected that wind shear will be greater in the 
stable case, and so  when , and vice versa for unstable stratification. The 
effect of buoyancy is often incorporated as a perturbation to the logarithmic wind profile, e.g. by 
writing . 

( / ) 1m z LΦ > 0/z L >

( / ) 1 ( / )m z L z LΦ = + Α
 
For urban canopies, the height of the roughness elements may be so large that there is no clear 
separation of height scales that allows for the presence of an inertial sublayer (Schmid et al. 
1991). In this case there is some evidence, however, that inertial-sublayer predictions such as 
the logarithmic velocity profile continue to be approximately satisfied in the roughness sublayer 
(Rotach, 1993; Rooney, 2001). 
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Power law wind speed profiles are often used in engineering calculations. Although power laws 
are not theoretically correct, they often perform not too badly in practice. If ui is the wind speed at 
height zi, i = 1, 2, then 

p

z
z

u
u

⎟⎟
⎠

⎞
⎜⎜
⎝

⎛
=

2

1

2

1 . 

A commonly used value for the exponent p is 1/7 (see e.g. Monin and Yaglom, (1971, pages 310 
and 663), Mikhail and Justus (1988), Gipe (2004, pages 40-44)). For neutral conditions, where 
we expect a log profile in the inertial sublayer, the power law profile can be regarded as a 
reasonable approximation to the log profile over a limited range of 0/)( zdz − . The power law 
gives the same value of the “wind shear exponent” as the log law when 

. For  this corresponds to 

dzduuz /)/(
[ ] 1

0 )/)ln(( −−≈ zdzp 7/1=p 1000/)( 0 ≈− zdz . If we are estimating 
winds at heights with  of order 10m, then dz − 7/1=p  should give good results over open 
plains (where z0 is of order 0.01 m). However in urban situations we would expect a larger value 
of p  to be appropriate. Gipe (2004, page 41) gives a table of values for the exponent p . Values 
range from 0.07 over ice, to 0.14 ( 7/1≈ ) over cut grass, to 0.24 over scattered trees and 
hedges, to 0.31 in suburbs and 0.43 over woodlands. The value of  measured in experiments 
conducted in Birmingham (see Section 

p
5.2.1) was approximately 0.35, which falls nicely between 

suburbs and woodlands in Gipe’s table. Gipe (2004) remarks to the effect that because rough 
surfaces slow the wind more than smooth ones, there is more to be gained by building a tower to 
gain height when installing a wind power device over a rough surface. This is clear from the 
variation of  with roughness or of course from the logarithmic inertial sublayer wind profile. p
 
The simple power law (with ) is examined along with more complicated power laws (7/1=p p  
depending on ,  and  with 2z 2u 0z 12 zz < ), Monin-Obukhov similarity profiles, and the 
logarithmic profile, by Mikhail and Justus (1988). They compared the models with measurements 
from the point of view of using the models to extrapolate measurements at around 10 m to 
higher heights. No one model was superior at all the sites used. 
 
Garratt (1992) summarises much early work on the calculation of  and , particularly over 
natural surfaces. He assesses the often-quoted rule of thumb that 

0z d

0 0.1z h= , and concludes that 
for a variety of natural surfaces this is consistent with experimental values, which were found to 
lie mainly in the range . For crops and forests he finds that the simple 
relationship is fairly representative. 

00.02 / 0.2z h< <
2 / 3d h=

 
However, he also discusses the importance of roughness-element distribution, or packing, and 
the flow regimes resulting from different packing densities. The packing of roughness elements 
may be quantified by a number of measures, and two which are widely used are the plan-area 
density and the frontal-area density, respectively denoted pλ and fλ  (Raupach et al., 1991; 
Grimmond & Oke, 1999). These are defined as the ratio of the total plan area of the roughness 
elements to the total plan area ( pλ ), and the ratio of total frontal area of the roughness elements, 

in the direction facing the wind, to the total plan area ( fλ ). They may be illustrated with 
reference to Figure 6, which shows a simple square array of identical cuboid roughness 
elements. In this case /p P TA Aλ =  and /f F TA Aλ = . Note that fλ  is dependent on the wind 

direction, and 1<pλ . 
 



 

- 24 - 

 
 

Figure 6: Illustration of the areas considered when calculating different area densities, after 
Grimmond & Oke (1999). 

 
With this simple surface geometry in mind, it may be envisaged that for values of pλ approaching 
1, the canopy begins to resemble a flat surface which is merely the true surface raised a height 

. That is, we expect  when h /d h ≈1 1pλ ≈ . Similarly, within certain limits, the increased drag 

from taller buildings may translate into increasing as 0z fλ increases. Macdonald et al. (1998) 

have derived analytical forms for the dependences of and  on /d h 0 /z h pλ  and fλ  for a canopy 

composed of cuboids, based on the assumption that a logarithmic wind profile exists for z h≥ . 
These are 
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 (3) 

where is the drag coefficient of a single obstacle, dC A is a tuning parameter controlling the 
curvature of the  graph, and /d h β  is a parameter which in effect modifies the drag coefficient 
to a value more appropriate to a particular configuration of an array of obstacles. For cubical 
roughness elements, if it is assumed that p f eqλ λ λ= = , equations (3) may be plotted as shown 

in Figure 7. In these plots , a nominal value for a cube, and with the appropriate tuning 
parameters Macdonald et al. (1998) show that the curves agree with experimental data from a 
wind-tunnel study by Hall et al. (1996). The curve for the square array was also found to agree 
with the results of an urban canopy model formulated by Coceal & Belcher (2004). 

1.2dC =
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Figure 7: Relationships between normalised displacement height, roughness length and 
area density for canopies of cubical obstacles, derived by Macdonald et al. (1998), see 
equations (3). The dashed lines are for square arrays aligned along the wind direction, for 
which the tuning parameters take values of 3.59A =  and 0.55β = , and the solid lines are 
for staggered arrays, for which 4.43A =  and 1β = . 

 
The plots indicate that, in this model,  increases monotonically with increasing /d h λ , whereas 

 peaks at an intermediate value of 0 /z h λ . This behaviour has been linked (see e.g. Garratt 
(1992) and Grimmond & Oke (1999)) to different flow regimes of the air around the canopy. 
When roughness-element density is low ( 0.1pλ ≈ ), the roughness elements are isolated, in the 
sense that each is outside the main wake area of the element upwind. At intermediate densities 
( 0.1 0.4pλ< < ) there is wake interference, so that the wind does not have space to recover its 
undisturbed profile between one roughness element and the next. At the highest densities 
( 0.4pλ > ), skimming flow occurs, in which the roughness elements block the wind at canopy 
level, and the effective origin of the wind profile is displaced upward to near the canopy top. 
These regimes are illustrated qualitatively in Figure 8. 
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Figure 8: Flow regimes for different roughness element densities: (a) isolated 
elements, (b) wake interference, (c) skimming. 

 
An alternative to Macdonald et al.’s (1998) formulae, is a proposal made by Raupach (1994, 
1995). This was originally developed for vegetation canopies but has been subsequently applied 
to urban canopies by Grimmond and Oke (1999). Raupach’s approach can be written in the 
form: 
 

f

f

h
d

λ

λ

15

)15exp(1
1

−−
−=  

and 

⎟
⎟

⎠

⎞

⎜
⎜

⎝

⎛
+

+
−⎟

⎠
⎞

⎜
⎝
⎛ −= 193.0

)3.0,3.0003.0min(
exp10

fh
d

h
z

λ
κ . 

 
Here we have inserted Raupach’s recommended values of the various constants in the 
equations. These results give a qualitatively similar behaviour to Macdonald et al.’s approach, 
although z0/h does not approach zero as λf tends to zero (there is some allowance for the 
roughness of the ground itself). Also, since λf, unlike λp, is not constrained to be less than unity, 
the large λf behaviour is only reached asymptotically as λf tends to infinity. The formulae are 
plotted in Figure 9. 
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Figure 9 : Relationships between normalised displacement height, roughness length and 
frontal area density as represented by Raupach (1994, 1995). κ is taken to be 0.4. 

 
 
Grimmond & Oke (1999) estimate that real urban environments usually lie in the range 
0.1 0.6pλ< < . In their comprehensive review of morphometric calculations of  and , they 
find that measured values of these parameters can generally be grouped within broad bands 
which follow curves such as those in 

0z d

Figure 7. In comparison with measured values of z0 and d 
(from both full scale and wind tunnel experiments), they conclude that the approaches of 
Macdonald et al. (1998) and Raupach (1994, 1995) are to be preferred to the other approaches 
which they tested, with the exception of approaches which require much more information on 
building shape statistics. Of the two, they prefer Raupach to Macdonald et al. The Macdonald et 
al. approach tends to underestimate z0 in real conditions with λp > 0.4 (a common urban 
situation), possibly because real situations tend to have λf < λp while the approach was 
developed mainly for cubes. Also, while it is theoretically appropriate that z0/h becomes small as 
λp tends to unity for the case of identical cubes (this is the “roof tops become a new flat surface” 
case discussed above), in reality buildings have different heights and so this limit does not apply. 
 
Grimmond and Oke (1999) conclude that values of these aerodynamic parameters are difficult to 
estimate accurately either from field measurements of wind and turbulence or from 
morphometric analysis. However they give values of first-order estimates for different categories 
of cityscape, based on a combination of previous measurements and informed speculation, as 
shown in Table 4. 
 
Hanna & Britter (2002) reproduce the data in Table 4 as part of their long review of methods for 
characterising the effects of surface roughness on flow. They also present a similar classification 
by Davenport et al. (2000), which has values of varying logarithmically in the range 0.1m–
2.0m as built-environment roughness increases over a 5-category scale. 

0z
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Table 4: Typical aerodynamic properties of homogenous zones in urban areas, ordered by 
height and density, after Grimmond & Oke (1999) 

  
Urban surface form (m) (m) (m) 
Low height and density 
Residential—one- or two-storey single houses, 
gardens, small trees. Mixed houses and small 
shops. Warehouse, light industrial, few trees. 

5–8 0.3–0.8 2–4 

Medium height and density 
Residential—two- and three-storey large or closely 
spaced, semi-detached and row houses, large trees. 
Less than five-storey blocks of flats with open 
surroundings. 
Mixed—houses with shops, light industry, churches, 
schools. 

7–14 0.7–1.5 3.5–8 

Tall and high density 
Residential—closely spaced, less than six-storey 
row and block buildings or major facilities (factory, 
university, etc.), town centre. 

11–20 0.8–1.5 7–15 

High-rise 
Urban core or suburban nodes with multi-storey 
tower blocks in dense urban surroundings. Major 
institutional complexes. 

>20 >2.0 >12 

 
Cheng and Castro (2002) found, in a wind tunnel study of flow over cuboidal obstacles, that the 
roughness of an array of identical obstacles was less than the roughness of an array of 
obstacles with varying heights (with the same mean height). This accords with the ideas of 
Grimmond and Oke (1999). By considering the limit 1=pλ  (see discussion of this limit above) it 
is clear that height variability must play some role in determining the roughness length. Also 
studies by Pavageau et al. (1997) and Rafailidis (1997) involving an array of parallel street 
canyons in a wind tunnel suggest that roughness lengths are increased for pitched roof 
buildings. This is discussed further in section 5.1.2 below. 
 
For modelling wind flow at scales larger than the neighbourhood scale, the roughness length is 
still a useful concept when considering flow near the ground. However, for a numerical model 
with a spatial resolution of several kilometres, it is often the case that surface inhomogeneities 
are also included in the parametrization of . An effective roughness length may parametrize 
the presence of orography (Wood & Mason, 1993), or a surface composed of patches of terrain 
with different roughness lengths (Mason, 1988), when these are below the model resolution, 
such that the model yields the correct spatial average of shear stress or wind speed at heights of 
order the hill height or above. 

0z

 
In the case of a heterogeneous surface, studies suggest that the effective roughness length will 
take a value between the roughness lengths characteristic of each patch, the exact value of 
which will depend on the distribution of the patches, e.g. Goode & Belcher (1999). In the 
absence of detailed morphometric data or in an inhomogeneous canopy, one may attempt to 
infer the effective roughness length based on the distribution of patches of different surface 
cover and their typical values of , e.g. Rooney et al. (2005). 0z
 
For resolved orography, it has been shown that increasing the value of  on the hill surface 
reduces the critical hill slope at which recirculation of flow (often called separation) behind the hill 
occurs (Wood 1995). 

0z
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4.2 Internal Boundary Layers and Fetch Effects 

4.2.1 Overview 
 
As discussed above, many of the concepts which are used when discussing the impact of a 
surface on the atmospheric flow are based on the idea of equilibrium flow over a ‘horizontally 
uniform’ surface. This assumes that surface heterogeneity is confined to small scales within the 
canopy, i.e. buildings in urban areas, and that the general characteristics of the canopy elements 
are uniform for a long distance upstream (a long ‘fetch’) once one averages over a number of 
elements. When the atmospheric flow encounters a change in surface, it has to adjust to the new 
surface characteristics, and this takes time (which translates to a distance along the flow). 
 
For example, when the wind flows from a rural area to an urban area, the first few buildings see 
a stronger wind than would exist further towards the centre of the town. The forces exerted by 
the buildings slow down the general flow at building level. This lower momentum air is mixed 
upwards through the inertial sublayer into the boundary layer as a whole. Thus, the impact of the 
surface gradually makes its way upwards through the previous boundary layer. A new boundary 
layer effectively starts to grow from the surface within the original boundary layer. This is called 
an internal boundary layer (IBL). However, it is often the case (especially in the smooth to rough 
transition from rural to urban) that the eventual depth of the new boundary layer exceeds that of 
the upstream boundary layer. 
 
As a result of the pressure forces exerted at (primarily) the leading edge of the roughness 
change, and continuity (i.e. horizontal slowing leading to vertical acceleration), there is also an 
upward deflection of the mean flow over the roughness change. However, this is generally so 
small that it can be neglected. 
 
Apart from this small flow deflection, it is important to note that the flow some way away from the 
surface initially ‘knows’ nothing of the change in surface below it – standard methods to estimate 
the near-surface wind from, say, the 950 hPa wind, will fail close to the roughness change. 
Eventually, the IBL reaches elevated levels, though initially the wind will not show the equilibrium 
behaviour that is eventually reached after a long fetch. 
 
Garratt (1990) comprehensively reviewed the IBL and much of what follows is covered by this 
review. Garratt’s review itself states that by far the most work that has been done is confined to 
IBL development within the inertial sublayer. This is best understood and also probably of most 
importance, especially since our understanding has allowed us to produce fairly rigorous 
approaches to heterogeneity of surface characteristics on scales large enough that roughness 
concepts apply but small enough that the impact can be thought of as the interaction of IBL 
growth within inertial sublayers. Furthermore, many of the simpler results are derived for neutral 
boundary layers. More recent work has been done on the impact within the canopy itself. 
Perhaps inevitably, because of the inherent variability within the canopy, less progress has been 
made on simple, general theories, but nevertheless some simple results have emerged. 
 

4.2.2 Canopy and roughness sublayers 
 
Most work on the general properties of canopy and roughness sublayers has concentrated on 
equilibrium flow in horizontally homogeneous canopies. One reason for this is the difficulty of 
defining meaningful ‘average’ parameters if such parameters vary substantially. However, recent 
approaches to urban canopy modelling, building on ideas derived from vegetation canopies, 
have made some progress in bridging the gap between the area-average roughness concept 
and the building scale. Work based largely on wind-tunnel measurements and very high 
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resolution numerical modelling has shown that real arrays of buildings can, for many purposes, 
be treated as arrays of simply-interacting, fairly simple geometrical bodies. Given this approach, 
relatively simple models can be constructed. Recent ideas are very well summarised by 
MacDonald, 2000. These ideas do not explicitly, however, cover large changes in canopy 
properties (or edge effects). Canopy-based parametrization schemes designed for mesoscale 
models, such as that of Martilli et al. (2002), include these effects naturally but require the full 
mesoscale model to be run to make predictions. As such, they do not lead to general predictions 
(though they could certainly be used in this context). 
 
Belcher et al. (2003) introduce a canopy drag length scale, , which relates the canopy drag, 

, to the in-canopy mean wind speed  : 
cL

iD iU
 2

i iD U L= c  (4) 
and show that this length scale can be expressed as 
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where  is the mean building height, h ( )1 vβ−  the fractional volume occupied by air in the 

canopy, fλ  is the roughness density, or total frontal area of buildings per unit ground area, and 

 is the drag coefficient of the building elements (which, in general, depends on their shape). 
For buildings which are uniform with height, 

dC

v pβ λ= , the plan area density. 
 
This length scale defines a distance over which the canopy flow adjusts to changes in canopy 
structure (and hence defines a scale over which averaging is meaningful). Specifically, the 
adjustment distance is 3 l  where ncL K ln K  depends on upwind conditions and varies between 
0.5 and 2 in typical urban conditions (Coceal and Belcher, 2004). Coceal and Belcher (2005) 
adopt a drag coefficient of 2, suitable for cuboid buildings, and introduce an adjustment number, 
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where sλ  is the mean building height to street width aspect ratio. This is essentially the 
adjustment distance expressed in units of horizontal building spacing. They show that, for a wide 
variety of morphologies, the adjustment length scale is about three rows of buildings. 
 

4.2.3 Inertial sublayer 
 
Ideas based on the inertial sublayer are associated with a ‘roughness length’ description of the 
surface, so that the transition from, say, rural to urban corresponds to a jump in surface 
roughness length. The roughness length itself only has meaning for a uniform surface, so here it 
is defined as the roughness length the surface would have if extended over a long fetch. The 
concept of an IBL immediately leads to the idea of a depth δ , the internal boundary layer depth, 
over which the flow differs from the upstream flow. Different precise definitions exist, leading to 
different results, since the rate at which different variables change with height depends on the 
variable. For example, the stress profile shows a different shape to the mean wind profile. Within 
the IBL, it is usually assumed that a growing layer exists closer to the surface within which the 
flow is in equilibrium with the new surface. Kaimal and Finnigan (1994) point out that, while this 
layer exhibits equilibrium profiles, it may not quantitatively exhibit the equilibrium eventually 
attained after a long fetch. Furthermore, they point out that this layer only exists after a finite 
distance from the roughness change, though, in practice, assuming it grows from the surface at 
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the roughness change does not lead to major problems. Between the new equilibrium layer and 
the top of the IBL lies the transition zone. 
 
We are generally interested in how the depth of the IBL and the profile of variables such as wind 
speed and turbulence intensity varies with height and distance from the roughness change. Most 
simple theories start from ideas based on diffusion: with constant diffusivity, , a sudden change 
at a point diffuses with a depth scale, , which varies with time since the change, t , as 

ν
z

( )
1
2z tν= . While this idea leads to considerable insight into the problem, it is complicated by two 

issues: 
1. Insofar as the concept of eddy diffusivity applies, the diffusivity is not constant. In a 

homogeneous, equilibrium inertial sublayer, the eddy diffusivity increases linearly with 
height, so the rate of diffusion increases as the depth of the IBL increases. 

2. The concept of eddy diffusivity relies upon a local balance between production and 
dissipation of turbulence, with negligible transport. This cannot be the case in an IBL 
where local homogeneity does not apply. Consequently, results based on eddy 
diffusivities have some systematic errors, but it would appear that they remain 
approximately applicable. The alternative requires use of much more complex treatments 
of turbulence which almost invariably require numerical solution. 

 
A number of empirical power-law relationships for δ  have been proposed. In addition, more 
complex relationships based upon integral relationships derived from the equation of motion and 
closure assumptions have been derived. Most are summarised by Garratt (1990). Savelyev and 
Taylor (2005) summarise a variety of formulae for ‘short fetch IBL height’, meaning IBLs with a 
short enough fetch that inertial sublayer concepts still apply, and it is clear from their list that all 
arise either from simple power-law fits or similar analyses of the dynamical equations. They also 
propose a stability-dependent form. However, their paper does not address either the wind 
profile or surface stress in the IBL, both of which are of far more interest.  
 
Walmsley (1989) compared a number of relationships with available atmospheric data. Overall, 
he found that the (implicit) formula of Panofsky and Dutton (1984) gave best agreement with 
data. The form used by Walmsley (1989) is (in our notation): 

 
02 02 02

ln 1 1 xB
z z
δ δ κ

⎧ ⎫⎡ ⎤⎛ ⎞⎪ ⎪− + =⎨ ⎬⎢ ⎥⎜ ⎟
⎝ ⎠⎪ ⎪⎣ ⎦⎩ ⎭ z

 (7) 

where x  is the distance downstream of the change in roughness, B=1.25 and  is the 
downstream roughness length. This is easily solved iteratively. This fitted data better than 
Elliott’s (1958) formula: 
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is a measure of the roughness change. The shapes of the two growth curves are, however, very 
similar and the main problem with Elliott’s curve, eq.(8), is a general over-estimate. Much closer 
agreement can be achieved by adjusting A, using a value of about 0.6 to 0.65 rather than 0.75 
and, in practice, this may be easier to use. Savelyev and Taylor (2001) revisited Panofsky and 
Dutton’s formula and derived a slightly different form: 
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with 
 1.0 0.1NA = +  (11) 
Note the use of upstream roughness length in eq. (10)compared with downstream in eq. (7). 
 
The vertical profile of variables within the IBL is governed by the adjustment between the new 
surface (and equilibrium layer, if it exists) and the upstream profile. A very simple approach is to 
assume a standard neutral logarithmic profile in equilibrium with the surface roughness up to the 
IBL depth, i.e. 
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where the second expression arises from forcing the wind speed to be continuous at the top of 
the IBL ( z δ= ). 
 
This may give useful estimates but cannot be entirely accurate as it introduces a discontinuity in 
wind shear at z δ= , which would introduce additional turbulent stress rather than the required 
decay. Mulhearn (1977) used eddy diffusivity ideas and a self-preserving assumption to derive a 
similar relationship for IBL depth to Panofsky and Dutton (1984) together with formulae for 
various profiles, including the velocity and shear stress profiles in the IBL. The self-preserving 
idea is powerful, in that it assumes that the shape of vertical profiles is independent of fetch – 
profiles scale in height with a single length scale  which is a function of fetch only, and the 
amplitude of the flow perturbation depends upon a single velocity scale, also a function of fetch 
only. Under conditions typical of rural to urban transition, Mulhearn (1977) found an implicit 
relation for the length scale, wind-speed change and stress change given, respectively, by: 

0l
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1 10 z leτ τ τ τ −− − =  (15) 

 
Here, U1 and 1τ  are the upstream velocity and kinematic shear stress profiles, x0 is a small offset 
which recognises the IBL does not necessarily grow exactly from the roughness change, and E1 
is the first En function (the exponential integral, see Abramowitz and Stegun, 1972). The velocity 
scale is given by: 
 ( ) 1*

5.0
0 0 uu −= τ  (16) 

If the upstream profile is a logarithmic wind profile with constant shear stress,  and 

. For large fetches, Mulhearn (1977) found simplified forms: 
1 0z z= 1

5.0
11* τ=u

 ( ){ } 2
0 0 01ln 1 2l l z xκ− =  (17) 

 ( )( )0 *1 0 02ln /u u M l z γ= −  (18) 
where γ  is Euler’s constant, 0.577216. 
 
The depth scale is not exactly the same as the IBL depth; eq. (14) suggests the velocity deficit 
reaches 1% of  when 0u ( )1 0E z l = 0.01 , which occurs when 0 3.2z l ≈ , so we may take 
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03.2lδ ≈ . Note the similarity in form of the depth scale, eq. (17), to the Panofsky and Dutton 
(1984) formula for δ , eq.(7), but it should also noted that the upstream roughness appears in 
eq. (17). 
 
The mean wind speed and surface stress near the surface are clearly of greatest interest for 
urban wind applications – the surface stress, in particular, characterises the turbulence levels 
and mean wind within the canopy and roughness sublayers. As suggested above, the surface 
stress is greatest close behind the roughness change as the surface ‘sees’ the stronger flow 
over the smooth upwind surface. The simplistic idea suggested above, that the IBL exhibits an 
equilibrium profile up to the IBL height (eq. (12)) actually produces reasonably good estimates of 
the change in surface stress. Note that the equilibrium profile is not the same as the long 
distance equilibrium profile because it is ‘driven’ by the upstream wind at δ , which is stronger 
than the long-fetch equilibrium wind over the rough surface. Assuming that the upstream profile 
is in equilibrium with the upstream surface, eq. (12) can be written: 
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which implies the surface friction velocity is given by: 
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This can also be written: 
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The accuracy of this depends upon the accuracy of δ  (as well as the basic assumption behind 
it). 
 
Panofsky and Townsend (1964) derive the following: 
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which is extremely similar and yields very similar results in practice since 02zδ >> . 
 
The solution of Mulhearn (1977) for large fetches (eq. (18)) may also be rewritten to give the 
surface friction velocity 
 ( )( )(*2 *1 0 021 ln /u u M l z )γ= + −  (23) 

which again is very similar (though note comments above regarding the difference between δ  
and  - this leads to an additive constant of about 1 in the denominator of the fraction in this 
expression). 

0l

 
The agreement between these expressions arises because of the desire to asymptote to an 
equilibrium profile at long fetch. However, they do lead to very different values at short fetch, 
especially in the region where stress changes very rapidly as the near-surface wind adjusts to 
the new roughness (which we shall call the transition region). According to Garratt (1990), the 
‘self-similar’ forms over-estimate the surface stress in the transition region (and over-estimate 
the distance taken for the surface stress to adjust) when compared with results from higher order 
closure models and, fortuitously, the simple formula of Elliott provides better estimates. 
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Figure 10 Neutral internal boundary-layer heights and surface stresses for a roughness change 

from 0.03 m to 1 m computed according to various formulae. 
 
The formulae above are compared for a typical rural to urban roughness change in Figure 10. 
There is clearly significant uncertainty in IBL depth but the Panofsky and Dutton formula, as 
recommended by Walmsley, is reasonably central. Though the intensity and length scale of the 
transition region clearly varies from formula to formula, all agree that major deviations from the 
long-fetch stress only occur within 100-200 m of the roughness change. This seems very 
consistent with the canopy adjustment length-scale discussed above – the idea that the canopy 
flow adjusts within about 3 building spacings (or street spacings) is very consistent if we take 
typical street spacings to be 30-60 m, which seems quite reasonable. 
 
In practice, the concepts above may be used to adapt a given wind speed, , at a given 
height, , in the inertial sublayer, taken as in equilibrium over a long fetch of constant 
roughness length  (i.e. a ‘rural’ roughness) to give an urban inertial sublayer wind profile as a 
function of fetch from the edge of a roughness change. The key is to use an expression such as 
eq. 

AU

Az

0 Az

(21), (22) or (23) to derive the surface friction velocity over the urban area, together with an 
expression for the IBL depth, such as eq. (7) or (8) and the neutral wind profile to derive the 
upstream surface friction velocity in terms of , , and . This is precisely the approach 
taken by Heath et al, 2007. They adopt the simplest choices for the neutral inertial sublayer. The 
upstream wind profile is taken to be 
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so that the upstream surface friction velocity is given by 
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The wind profile over the urban area is taken as eq. (2), including the displacement height (which 
has been ignored in the IBL discussions above), and a simple matching at the IBL height, δ , 
assumed (as eq. (20) but including the displacement height), i.e. 
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The IBL height is taken from eq. (8) but ignoring the M factor. 
 
The discussion above suggests that this approach is likely to yield reasonably accurate results in 
near neutral conditions – other neutral formulae might give somewhat different results, especially 
over the rapid transition region. However, the transition region occupies only a small area of 
most significant urban areas, and the most important parameter is the asymptotic wind speed (or 
friction velocity) at long fetch. Care needs to be taken with this and the approach taken by Heath 
et al is likely to have some difficulties at long fetch once the IBL depth significantly exceeds the 
upstream inertial sublayer depth (which will happen with fetches longer than a few km). This is 
discussed further below (in section 4.2.5), and possible improvements to this approach to deal 
with this problem are available. However, it is likely that the main limitations of the method are: 

• The quality of the input wind data (Heath et al use NOABL – see section 6.5). 
• The assumption of neutrality – urban boundary layers are probably more likely to be 

unstable (and less sheared) and rural may be quite stable, especially at night. 
• Derivation of basic urban parameters such as roughness length. 

4.2.4 Heterogeneity, blending methods and source areas 
 
Though urban surfaces are very different from surrounding countryside, they are rarely internally 
uniform. More typically, neighbourhoods may exhibit reasonably uniform characteristics, either 
through having been developed at a similar time, or because of common use (e.g. suburban 
housing, light industry, warehousing, high-rise residential). Often the scale of variation is such 
that the boundary layer as a whole does not have time to respond to each change separately, 
but, instead, sees a mixture of impacts from the upstream surface. Conceptually, we anticipate 
that the further away from the surface one looks, the more the flow is directly influenced by the 
surface further upstream. For relatively small-scale surface variations, it is anticipated that the 
boundary layer as a whole responds to an overall ‘effective surface’ with uniform characteristics. 
 
These ideas can be quantified, to some extent, as discussed by Mason (1988). Consider a 
sinusoidal variation in surface roughness with wavenumber , wavelength λ. We might assume 
that, near the surface, the flow perturbation is also sinusoidal. The amplitude of this variation 
gradually decreases away from the surface as turbulence mixes across horizontal gradients. At 
some height, called the diffusion height, , the variation becomes negligible. We can define an 
advective timescale at height z 

k

dl

 / ( )adv u zτ λ=  (27) 
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Considering the diffusion equation, the depth scale of the solution varies as ( )
1
2

advz ντ= , where 

ν is the kinematic turbulent viscosity, given by  where  is the turbulent lengthscale and  
the friction velocity over the effectively uniform surface. We can estimate a height scale over 
which the sinusoidal perturbation decays, : 

*u l l *u

dl

  (28) 2
* / ( )d u Uλ=l l l d

In the neutral case, with zκ=l  this gives us 
 ( ) 2

d d 0ln / z = κ λl l  (29) 
For a given roughness length and roughness wavelength, this may easily be solved iteratively. 
 
The diffusion height is the height at which flow perturbations tend to zero. The area averaged 
profile exhibits an equilibrium profile (logarithmic in neutral conditions) in a region above a height 
known as the blending height (Wieringa, 1986). Essentially, this is the height at which the stress 
divergence equals the advection of perturbations. Above this, the stress divergence term 
becomes the dominant term and the wind profile is in equilibrium with the overall surface. The 
blending, , height can be estimated from bl
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In neutral flow in equilibrium this may be rewritten 
 ( )2 2

b b 0k ln( / z ) 2= κl l  (31) 
Mason (1988) gives an alternative argument which is a little more intuitive. Suppose the overall 
surface is made up of alternating patches of two roughnesses each with length 2λ . The 
essential idea is that, after a transition from one surface to the other an IBL grows; the blending 
height is (roughly) the depth of this IBL at the end of the patch. The detailed argument shall not 
be repeated here. Note, however, that it does not rely on the IBL growth law, only on the idea 
that the surface stress is given by an equilibrium profile matching the wind at the IBL depth. The 
idea is therefore very consistent with those expressed above for IBL growth. 
 
The concept of the blending height leads to a precise derivation of the effective roughness 
length. At height bl  the wind profile is in equilibrium with both the overall stress and the stress 
separately over each surface. Given equal areas of each surface, the total stress is 
 ( )2 2
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therefore 
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Note that the blending height should strictly be derived by iteration of eq. (31) (in neutral 
conditions) with eq. (34) (to provide the overall stress). However, Mason (1988) shows that a 
good approximation is 
 200b RL≈l  (35) 
where  is the length scale of each region of roughness (i.e. RL 2λ  in the case of alternating 
patches of equal size). 
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In practice, land-use may not have a single characteristic length scale, and it is often not obvious 
how to define the blending height. Fortunately, Mason and others have shown that the precise 
choice of blending height is not critical – it is a height scale, not a fixed height. The primary 
requirement is that inertial-sublayer scaling is applicable at this height both for individual 
surfaces and for the aggregated surface. 
 

  
(a) (b) 

 
Figure 11 (a) Internal boundary layer interfaces for a 1D discontinuity (b) The diagnosis of the 

source area for 1D patchiness. From Hopwood, 1988. 
 
A complementary view point introduces the concept of source areas. As discussed above, it is 
anticipated that, as one goes further away from the surface, the more upstream surface 
properties have an impact on the local flow characteristics. In effect, one is considering the IBL 
in reverse (Schmid and Oke, 1990). 
 
If we consider each patch of surface as initiating its own IBL, then, for a reference observation 
point located at some height sz , upstream patches fall into one of three categories (see 
Figure 11). Those close to the reference position will have an IBL depth too shallow to influence 
the observation point. Points a long way away will have an IBL for which the equilibrium inertial 
sublayer is deeper than sz . These points may be thought of as contributing to the overall flow 
but not to local perturbations of it. Only points between these two extremes (for which sz  is 
above the equilibrium layer but still within the IBL) contribute to the source area. In practice, the 
wind direction also varies through turbulence, so points away from the mean upstream direction 
also contribute, the less so the further away from the mean wind direction. 
 
The relative contribution of different surface elements to the flow is the source weight distribution 
(SWD), and those surface elements with a significant contribution are considered part of the 
source area. Note that the distribution is smooth. Attempts to compute the source weight 
distribution are based on solutions of the advection diffusion equation. If one imagines a tracer 
emitted from a surface element, the relative contribution to the source weight distribution is given 
by the probability that the tracer reaches the observation point. This may be addressed by 
solving the advection diffusion equation for tracers emitted from the surface. In practice, it is 
helpful to exploit the symmetry (reciprocity) of the advection diffusion equation; the probability 
that a tracer observed at the observation point was emitted from a surface element is precisely 
the same as the probability that a tracer emitted at the observation point reaches a surface 
element given the opposite wind direction. This enables the use of point source dispersion 
models to estimate the SWD. 
 
Schmid and Oke (1990) take this approach, and a similar approach is used in the Met Office’s 
‘Site Specific Forecast Model’ (Clark, 1997), in which a Source Area Model (SAM) was 



 

- 38 - 

implemented in a 1D boundary layer model to derive the effective land-use contributing to 
surface exchange in the model (Hopwood, 1998). We shall not reproduce the detail here as it is 
quite complex. The basic principle, however, is that the concentration distribution from a unit 
source is given by 

 
( , ) ( , )
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=  (36) 

where yD  and  are crosswind and vertical source weight distributions and  is the 
effective plume advection speed. The crosswind source weight distribution is assumed to be a 
Gaussian plume in common with conventional dispersion models: 
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The lateral plume spread, yσ , is assumed to be a function of travel time downwind, with the rate 
of spread determined by estimates of horizontal turbulence intensity at source height. 
 
The vertical distribution is more complex due to the vertical variation in diffusivity: 
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A and B are functions of s, and s depends upon stability and the mean plume depth, z , but a 
value of 1.5 serves as a reasonable approximation. The mean plume depth, z , is derived from 
numerical solution of an ordinary differential equation: 
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 (39) 

 where p is a constant depending on s, L is the Obukhov length and Ψ  and  are standard 
Monin-Obukhov stability functions. 

hΦ

 
Strictly, the solution to these equations depends upon turbulence levels, which depend on the 
source area characteristics, so an iterative approach should be adopted. However, in practice 
the concept only applies well for relatively small perturbations in surface characteristics, for 
which iteration does not yield significant changes. 
 
It should be noted that all of the work on blending heights and source areas has neglected the 
zero-plane displacement height. This is probably of secondary importance for source areas, but 
does introduce some conceptual problems for derivation of effective surface parameters. Some 
allowance can be made within the computation of fluxes over individual surfaces (i.e. the 
blending height could be corrected for displacement), but a problem remains as we have no 
means of deriving an ‘effective’ zero plane displacement. 
 

4.2.5 Boundary layer 
 
Most of the above has applied to the inertial sublayer or below. Furthermore, most results 
concerning the IBL have been derived (and calibrated) for neutral conditions, though Savelyev 
and Taylor (2005) show that stability can be introduced in a fairly straightforward way. In 
practice, where urban wind is concerned, neutral results are probably reasonably applicable in 
the inertial sublayer and below in most cases with reasonably strong winds. 
 
The problem becomes much more complex above the inertial sublayer. First, the well-known 
Monin-Obukhov similarity profiles no longer apply even in equilibrium. Over sufficiently long 
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fetches, Rossby similarity theory can be applied (see Section 3.1.2), which effectively allows one 
to derive a surface friction velocity from the wind at the top of the boundary layer, or geostrophic 
wind if that is all that is available. The logarithmic profile can be applied to the lower 10-20% of 
the neutral boundary layer. It is possible to extend the ideas used in modelling the IBL in the 
inertial sublayer by introducing upstream profiles of wind and vertical turbulence intensity based 
on Rossby similarity theory. An example is the model of Sempreviva et al (1990). In practice the 
wind above the inertial sublayer is of little interest for wind energy applications, and the main 
value of extending the neutral theory is to reconcile the surface stress predictions above with the 
asymptotic prediction from Rossby similarity theory; Sempreviva et al (1990) propose, for 
smooth to rough changes 
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where subscript 1 refers to the upstream conditions, α  is the angle between the top-of-
boundary-layer wind and surface stress and H  is the equilibrium boundary layer depth 
according to Rossby similarity theory. The height of the IBL is given by 
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 and c a constant O(1), taken to be 0.9. 

 
The relationship between these equations and eq. (22) and (7), valid when Hδ << , is obvious, 
and, apart from the treatment of the turning of wind with height which leads to a discontinuity 
between the 1Hδ >  and 1Hδ ≤  cases, form a consistent analytic approach to dealing with 
neutral boundary layer development over a city. However, it is questionable how applicable they 
are to the real world since 

a) The upstream flow is often not neutrally stratified. Even if the rural boundary layer is 
neutral, it often forms beneath a stably stratified layer into which the deeper urban 
boundary layer will penetrate. 

b) The rural/urban transition is often accompanied by a change in surface heat flux as well 
as a change in roughness. 

 
During the daytime, neutral results may be useful for much of the time as the roughness change 
dominates, though it may be necessary to use stability corrected estimates of IBL depth. 
 
Bigger problems are likely to arise at night, where a stable rural boundary layer encounters a 
neutral or even unstable urban surface. The above, turbulent diffusion-based, arguments are 
unlikely to be useful. Instead, the IBL growth is dominated by buoyancy effects; the surface heat 
flux gradually erodes the stable boundary layer, producing a steadily deepening, well mixed 
layer. This situation is similar, in many ways, to the cold sea or lake to warm land transition 
typical of daytime, summertime, onshore flows which has been studied a great deal in the 
literature. Knowledge of the potential temperature gradient of the upstream flow, the surface heat 
flux (Hs) and momentum flux plus a parametrization of the entrainment heat flux at the top of the 
internal boundary layer ( Hδ

) enables an equation for the rate of change of IBL height to be 
derived (along with an equation for the IBL potential temperature). A typical example is that of 
Gryning and Batchvarova (1990): 
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where A, B and C are constants (0.2, 2.5, 1.3) and T is the temperature of the stable layer at the 
interface. They derive an implicit analytic expression for the IBL height. However, the driving 
term, the surface heat flux, is specified (as is the friction velocity). In practice, this is not fixed 
and not known, so additional parametrization of the surface heat flux is required. The discussion 
of the neutral IBL above suggests that the ‘transition region’ is of minor importance, so it may be 
acceptable to assume a uniform urban heat flux in spite of the dynamically varying IBL. 
 
It is not unusual for a stable rural boundary layer to encounter an urban area with surface heat 
flux close to zero at night, so perhaps the most useful application of analytical results may be in 
situations of zero urban heat flux. Beyond this, it is the job of complex mesoscale models to 
compute the evolution of the boundary layer in situations with strong coupling between the 
surface and the atmosphere and unknown and variable upstream conditions. To compute the 
transition behaviour between urban and rural requires sufficient resolution to treat the growing 
IBL. 
 

4.2.6 Mesoscale 
 
The term ‘mesoscale’ covers an enormous range of phenomena – it is usually regarded as 
including atmospheric phenomena with characteristic scales from 1 to 1000 km. The range is so 
great that a sub-division is often employed, defining 1000-100 km, 100-10 km and 10-1 km as 
meso-α, β and γ respectively. Meso-γ phenomena are often restricted to the boundary layer, 
though at the large end may include deep convective clouds. In the context of urban areas, 
boundary layer impacts essentially mean the complex response to variable surface forcing 
discussed above. In practice, even the upstream surface is rarely uniform, and the urban surface 
itself often shows substantial variability on the city scale (e.g. suburban vs city centre). In this 
case, a great deal may be achievable using the general, idealized results discussed above 
provided a certain amount of idealization of the surface is acceptable. Where the surface is too 
complex for this approach (as it often is), the only viable approach is to use a detailed, non-linear 
flow model with a reasonably sophisticated treatment of the surface. This is a typical application 
of mesoscale models, though such models are actually designed to deal with a much wider 
range of phenomena than boundary-layer adjustment. 
 
A good example of mesoscale model use to study urban boundary layer (UBL) development is 
given by Martilli (2002a), who uses a mesoscale model with a sophisticated urban canopy 
parametrization to study the idealised (2D) development of the UBL over a small, uniform, city, 
10 km across, using a horizontal grid length of 1 km. The paper goes on to investigate sensitivity 
to factors such as wind speed, urban morphology and upstream soil moisture (and, hence, heat 
flux). Findings may be summarised thus: 

• The model used can reproduce the elevated nocturnal inversion that has been observed 
over some cities, and the vertical structure of turbulent heat fluxes. The ‘traditional’ rough 
concrete approach to surface exchange fails to do so. The reasons for this are discussed 
below in discussions of the urban surface energy budget; the central feature is that the 
methods discussed above for estimating the IBL depth in non-neutral conditions require 
a good estimate of the surface heat flux, which requires a fairly sophisticated approach to 
the urban surface. 

• Both thermal and mechanical factors generate vertical mixing in the nocturnal UBL; 
thermal factors are more important in the lower part (reduction of cooling because of 
trapping of LW radiation in street canyons), mechanical factors are more important in the 
upper part (controlling inversion strength). 
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• Model results show increases in daytime UBL height compared with rural that are similar 
to those observed. Differences are strongly controlled by rural soil moisture values 
(which control rural sensible heat flux). 

• Weak winds favour a greater rural/urban difference in daytime UBL height. 
• The daytime UBL is dominated by thermal factors until the evening when mechanical 

factors control the evening transition. 
 
These results primarily serve to illustrate that, to predict rural/urban differences in boundary layer 
structure requires information on both mechanical impacts (i.e. building drag) and thermal 
impacts (surface heat flux, including the upwind conditions) that renders quantitative 
generalisation very difficult. 
 
Beyond these mesoscale boundary layer impacts, many authors have discussed meso-β scale 
impacts of urban areas, where the urban area as a whole has an impact on the atmospheric 
dynamics. Perhaps the most common phenomenon alluded to might be described as the ‘urban 
breeze’, by analogy with the sea breeze (though since the sea breeze comes from the sea, 
perhaps ‘rural breeze’ would be better terminology). In very weak mean flows, a sufficiently 
strong urban heat island (UHI) may form to induce a thermally forced circulation – essentially the 
UHI produces a pressure drop over the city which, initially, at least, forces a low level flow from 
the outskirts to the city centre. Around the centre of the city the convergent low level wind 
causes lifting and an outflow at elevated levels (probably a few 100 m). Though the daytime UHI 
is often weaker than the nocturnal UHI, the overall temperature anomaly, given the depth of the 
boundary layer, may be stronger, and, as a result, the daytime urban breeze may be stronger. 
 
A good example of the ‘urban breeze’ is reported by Lemonsu and Masson (2002), who use a 
mesoscale model nested down to 1 km grid length to study an anti-cyclonic event over Paris. 
The event is characterised by extremely weak large scale (geostrophic) flow in mid-summer 
(mid-July). They find a daytime convergent flow into the city peaking at 5-7 m s-1 at 200 m, with 
compensating outflow at the top of the boundary layer at about 2000 m. Similar events have 
previously been studied over other cities, notably St Louis (e.g. Wong and Dirks, 1978) though 
the Paris study is probably more relevant to UK conditions. It should be remembered, however, 
that Paris is probably more likely to experience an urban breeze than many UK cities; much of 
the urban surface in England occurs in the Midlands conurbation and is much more distributed 
(in the sense that a sharp urban/rural distinction is harder to make). London is quite distinct, but 
also strongly influenced by the Thames estuary – on days where an urban circulation might 
occur, a sea breeze is also very likely to penetrate far inland. The same may be true of 
Liverpool, while Manchester is likely to be affected by local hills. 
 
The overriding message is that, in the absence of strong flow induced by large scale 
meteorological systems, the perturbation caused by an urban area can cause very significant 
local flows. However, the same can be said of many other changes in surface, such as land/sea 
contrast and topography, and the urban area has to compete with these effects. As a result, it is 
extremely difficult to generalise for real cities unless they can genuinely be identified as the only 
surface variation over quite a wide area. 
 
It is in these complex, surface-forced situations that the mesoscale numerical model comes into 
its own. There are many documented studies of mesoscale interactions between cities and 
coastal flow (e.g. for New York), and it would appear that, provided the model surface exchange 
scheme can do a reasonable job of predicting urban (and rural) fluxes and temperatures, the 
resulting flows can be predicted quite well. 
 
It would appear that only a small mean flow is required to disrupt the urban breeze. Studying 
other cases, Lemonsu and Masson (2002) show that a mean flow of only 2.5 m s-1 (presumably 5 
kt, the lightest wind category above calm actually reported by routine observations) is enough to 
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T

displace the warm urban air downstream, so that, instead of an urban breeze an urban thermal 
plume develops. This may be thought of in terms of the IBL discussed above. Downstream of the 
urban area a cold rural IBL forms, so the urban plume is elevated. While this thermal plume 
undoubtedly has some impact on mesoscale dynamics, it is small since the ventilation of the city 
prevents a large temperature anomaly building up (i.e. it is spread downwind). 
 
Though clearly not exactly the same, it may be worth considering the sea breeze as an analogy. 
A number of indices have been developed to predict the onset of a sea breeze. Simpson (1994) 
discusses using an index based upon 2 /U Δ , where U  is the ‘mean flow’ (e.g. geostrophic 
wind) and  the temperature contrast. A critical value of 7 separating sea-breeze and non-
sea-breeze days is suggested based on Thorney Island data. For a temperature difference of 3 
K, this would suggest a critical wind speed of about 4-5 m s-1. Though certainly plausible 
(Lemonsu and Masson (2002) found an urban breeze for a mean flow of less than 5 m s-1 and no 
urban breeze for a mean flow of 7.5 m s-1 for example), the complication is that the temperature 
contrast will interact strongly with the flow; this is less of a problem for sea-breeze estimation as 
it is possible to use an inland temperature. 

TΔ

 
Other authors, (e.g. Bornstein and Lin, 2000, studying three Atlanta cases) have studied the 
urban breeze and claimed a connection between the lifting associated with the urban breeze 
convergence (and the heat source associated with it) and triggering of thunderstorms. It is 
certainly the case that some storms are very sensitive to perturbations in the atmosphere (and 
so very small changes indeed may promote or prevent their formation). However there is little or 
no evidence of a strong systematic effect over UK cities (or, probably, anywhere else). 

4.2.7 Implications for urban wind energy 
The above discussion of IBL and fetch effects enables a few general statements to be made 
concerning estimation of urban wind energy resource. 
 

1. Within the urban canopy, changes in canopy characteristics lead to ‘transition effects’ 
over a distance of about three streets (or typical building spacings). Conversely, in 
defining ‘neighbourhood’ characteristics, it may be sensible to average over about six 
streets (three in each direction). 

 
2. The surface friction velocity, which determines the wind profile in the inertial sublayer 

and has a major influence on that in the canopy and roughness sublayers, adjusts 
rapidly at the edge of a major roughness change (e.g. the edge of a city), so that 
major edge effects are confined to one or two hundreds of metres. However, slower 
changes occur as the boundary layer adjusts to the new surface. 

 
3. In neutral conditions, which probably pertain to most strong-wind conditions, simple 

analytic models can do a reasonable job of predicting the change in wind profile and, 
most importantly, the change in surface friction velocity (as a function of distance 
from the edge of the city due to a change in surface roughness) given the upstream 
wind profile or, equivalently, the ‘free stream’ (top of boundary-layer) wind and 
surface roughness. 

 
4. The depth of the internal boundary layer over an urban area is very roughly 10% of 

the distance from the upwind edge of the urban area – this means that the whole 
boundary layer is affected by any urban area larger than about 10 km across, and 
even a small village 1 km across affects the wind at 100 m. This means that any rural 
wind data must be used with careful adjustments to urban conditions. 
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5. Blending height methods enable the overall impact of heterogeneity of the surface on 
scales of a few hundred metres to be taken account of in estimating an effective 
urban roughness provided the urban area is relatively uniform on smaller scales. 

 
6. In non-neutral conditions, primarily where an urban area produces a major change in 

surface heat flux, predictions can be made by considering the energetics of the IBL. 
However, it is much more difficult to generalise because a) more information is 
needed about the upwind temperature structure of the atmosphere and b) the 
estimation of the urban heat flux requires knowledge of the wind field, so simple 
solutions are difficult to obtain. A more comprehensive calculation on a case-by-case 
basis using a comprehensive boundary-layer or mesoscale model is required. This is 
especially true of light wind conditions at night. 

 
7. In light wind conditions a local ‘urban breeze’ may be set up, driven by the urban 

heat island. In extreme conditions (i.e. high summer, no mean wind), this may reach 
as much as at 5-7 m s-1 at 200 m. ‘Light wind’ probably means when the wind at the 
top of the boundary layer is less than about 5 m s-1. While it may be possible to 
diagnose conditions where this may occur, the resulting flow is a complex interaction 
of between the mean flow and the thermally forced flow, which requires a full 
mesoscale model to estimate in all but the simplest cases. This is especially true 
where other mesoscale effects such as sea or mountain breezes can occur. It is 
likely that conditions favourable for urban breezes strong enough to provide a 
significant  wind power resource are quite rare over the UK (i.e. a few days per year 
at most), so it is likely to be a reasonable approximation to neglect this effect. 

4.3 Urban Surface Energy Balance 
 
The structure of the urban surface is very complex and as such, it alters each of the terms in the 
surface energy balance compared to most natural types of surface. Despite these complexities, 
it is not yet clear how complex a model of the urban surface energy balance has to be. There are 
a number of physically-based models within the literature that vary in their complexity, from 
simple bulk representations, to detailed energy balances on many parts of each facet of the 
urban structure. Before looking at the various ways in which the urban surface energy balance is 
modelled for each of the components, namely radiation, heat flux, moisture flux and the heat 
storage flux, we must define what the urban surface is. 
 

4.3.1 The urban surface 
 
For the simplest urban surface energy balance models, the surface is defined as a single area 
with bulk characteristics (e.g. Best, 2005; Dupont and Mestayer, 2006). With this type of model 
the surface is modelled in a similar way to natural surfaces, with certain model parameters taken 
to be an aggregate of the surfaces that exist in the urban structure. The next stage of complexity 
is to resolve the differences between the roofs of buildings and the street canyons below. It has 
been shown that this type of approach gives an improvement compared to the simple single 
surface (Best et al., 2006). However, the urban canyon is still represented with aggregate 
parameters which are difficult to define and hence difficult to measure. 
 
The majority of urban surface energy balance models take a street canyon as the building block 
for the urban surface. Within these street canyons the models distinguish between the roofs of 
buildings, the walls of the buildings and the road (gardens are generally not included), and are 
largely based upon the work of Masson (2000), for example Kondo et al. (2005). Some models 
make a further distinction between walls which are sunlit and walls which are shaded (Kondo et 
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al., 2005; Martilli et al., 2002) with some going further by having different orientations for the 
street canyons (e.g. Martilli et al., 2002). Some go even further and split each wall into vertical 
sections, each of which has its own energy balance (Krayenhoff and Voogt, 2007). This enables 
the time evolution of the wall to have a profile of sunlit and shaded areas. 
 
Whilst the model of multiple energy balances for walls is at the most complex end of the 
spectrum of models, there are other models that have complexity in a different form. Whilst most 
use the street canyon as a building block, some also include the intersections of these street 
canyons, enabling the model to distinguish between the radiation and turbulence effects within 
the canyon compared to those in the more open space of the intersection. 
 
There is a still further classification of complexity for surface energy balance models that 
effectively do not have a single surface for energy and moisture exchange with the atmosphere. 
These models distribute the impact of the urban area within the boundary layer of an 
atmospheric model (e.g. Martilli et al., 2002; Ca et al., 2002; Otte et al., 2004; Dupont et al., 
2004). As well as introducing elevated sources of heat and moisture into the atmosphere, this 
type of model can also represent the bluff body drag on the atmosphere due to the solid surface 
of the buildings themselves. 

4.3.2 Radiation 
 
For most surfaces, the balance of radiation at the surface is straightforward and consists of 
incoming and outgoing fluxes of short and long wave radiation (i.e. radiation in the visible and 
infra-red parts of the spectrum) at the surface boundary. The complex geometry of an urban 
area means that there is no simple surface on which you can consider these fluxes. Therefore 
you obtain multiple reflections of both the short and long wave radiation throughout the street 
canyons of an urban area. 
 
In the simplest models these multiple reflections are basically ignored (e.g. Best, 2005), or the 
parameters such as albedo or emmissivity are changed to give effective values which have the 
correct behaviour in general. However, it is not possible to select a single value for the albedo 
which gives accurate results compared to observations (Best et al., 2006). 
 
In the more complex models the multiple reflections are taken into account in varying degrees. In 
some only a single reflection is calculated (e.g. Masson, 2000; Kondo et al., 2005). This 
represents what is likely to be the dominant impact of the reflections, but does not capture the 
whole effect. It is possible to construct a model to describe an infinite number of reflections 
(Harman et al., 2004), although this requires detailed information about the site. However, it is 
still possible to parameterise an effective albedo that varies in time (Harman, 2003), although an 
effective emissivity is more difficult to obtain due to the dependence of the emitted long wave 
radiation on the temperature of the surface. 
 
The models that take account of sunlit and shaded walls also need to resolve the direct and 
diffuse components of the short wave radiation. However, this is not generally an increase on the 
complexity of the energy balance of natural surfaces, as the ratio of direct and diffuse radiation is 
also important for vegetation. 
 

4.3.3 Turbulent heat flux. 
 
The basic principle for the turbulent heat flux is the same in all of the models of the urban 
surface energy balance. The flux is determined by the gradient of temperature between the 
surface and a reference point in the atmosphere and the level of turbulence which is the 
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mechanism for transporting this energy. The differences between the models come from the way 
in which the turbulence is modelled. In simple models such as Best (2005), there is no 
enhancement for the urban area and the turbulence is represented using standard surface 
theories based upon “effective” roughness lengths. Despite resolving the energy balance of the 
walls and road within the urban canopy, the model of Masson (2000) still uses this same 
approach of a roughness length with the stability coefficients of Mascart et al. (1995). A 
parameterisation of the turbulence within a street canyon based upon wind tunnel 
measurements has been proposed by Barlow (Barlow and Belcher, 2002; Barlow et al., 2004). 
This distinguishes the difference in turbulence felt by the road and the various walls within a 
street canyon. 
 
 

4.3.4 Turbulent moisture flux 
 
Due to the complex nature of the urban surface, most research has concentrated upon the 
radiation, heat flux and heat storage components of the energy balance. Whilst the moisture flux 
is similar in nature to the heat flux in that it is transported by the same turbulence, the availability 
of moisture at the surface make this flux more difficult to model. 
 
Many urban energy balance models have been designed to be dry (i.e. they do not take account 
of the moisture fluxes within the urban area and assume that these are zero), e.g. Masson 
(2000). Hence they do not include the turbulent moisture flux. 
 
The simple model of Best (2005) does allow for a moisture flux because it represents the urban 
surface within the same framework as the energy balance for natural surfaces (in which the 
moisture flux plays a dominant role). However, such a simple approach to the moisture flux is not 
adequate to describe the complexity of the moisture fluxes within urban areas (Best et al., 2006). 
 
Little research effort has been undertaken into the impact of vegetation and other natural 
surfaces within an urban area on the moisture fluxes. Most research has concentrated upon the 
impact of parks within a city, but there is little on the impact of trees along roads, or gardens in 
residential areas. So it is not known at present if vegetation within urban areas has a different 
moisture flux compared to the same vegetation in rural areas. 
 
 

4.3.5 Heat storage flux. 
 
For most natural surfaces, the heat storage flux is represented by the flux of heat into the soil. 
This is generally modelled using the diffusion equations. 
 
For urban areas, there is a similar flux of heat into the soil under a road, but this is only a small 
component of the total heat storage within the urban surface. Heat is also stored within the fabric 
of the walls and to a lesser extent the roof. It is the large heat storage capacity of an urban area 
that enables it to release heat long into the night and maintain a near neutral boundary layer 
structure, unlike other surfaces that tend to have stable nocturnal boundary layers. 
 
In the simple model of Best (2005) the heat storage is modelled using a single block to represent 
the surface with a high thermal capacity. This has been shown to capture the general nocturnal 
behaviour of urban areas, which is not possible using the thermal properties of concrete within 
the basic model of a soil (Best, 2005). 
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For the models that represent the various facets of a street canyon, the heat storage under the 
road is represented by a soil model, whereas the heat storage in both the roofs and the walls are 
also represented by the diffusion equation using an appropriate depth and appropriate thermal 
properties (e.g. Masson, 2000; Martilli et al., 2002; Kondo et al., 2005; Dupont and Mestayer, 
2006). 
 
 

4.3.6 Anthropogenic heat source 
 
In addition to the standard components of the surface energy balance, the urban surface has a 
source term which is due to human factors, such as energy consumption, traffic emissions, etc. 
The magnitude of this term is significant and can be 30 Wm-2 even for small cities such as Lodz 
in Poland (Offerle et al., 2005) 
 
The energy consumption part of the anthropogenic heat source is generally modelled by 
assuming a fixed temperature inside of the buildings (e.g. Masson 2000, Kondo et al. 2005, 
Dupont and Mestayer, 2006) or a fixed temperature at the base of the walls and roof (e.g. 
Martilli, 2002; Kondo et al., 2005; Dupont and Mestayer, 2006). This fixed temperature supplies 
energy to the atmosphere by diffusing through the walls of the building and then impacting on 
the energy balance of the walls, leading to an increase heat flux. 
 
This approach can not be taken for the simple models such as that of Best (2005), so in this 
case the anthropogenic heat source can be applied in two ways, either by adding a source term 
to the energy balance (equivalent to increasing the net radiation), or by adding the heat source 
directly to the turbulent heat flux. The first of these represents the heat source due to energy 
consumption and the second represents the contribution from traffic emissions (e.g. Masson, 
2000). Other heat sources, such as power stations, tend not to be of significance for urban areas 
and are generally not included. 
 

4.3.7 Impact of surface energy balance on urban wind 
 
Urban areas have their largest impact on the structure of the nocturnal boundary layer. Although 
in the UK, the nocturnal boundary layer is often dominated by the synoptic situation (e.g. neutral 
due to the high windshear in stormy conditions), in calm conditions urban areas have a boundary 
layer which is unusual compared to that over natural surfaces. 
 
The physical impact on the turbulent heat flux of the large heat storage capacity of urban areas, 
along with the significant anthropogenic heat source and the turbulence due to the large irregular 
buildings, is to maintain an upward flux into the night (e.g. see Best, 2005). This means that the 
surface remains warmer (or at least only slightly cooler) than the atmosphere, despite the 
absence of the solar heating at the surface. The resultant boundary layer is one which remains 
well mixed and near to neutral. This is in contrast to the nocturnal boundary layer over a rural 
area which is usually stable in nature, i.e. the surface is cooler than the atmosphere and hence 
air is buoyantly stable and can not mix as effectively.  
 
For a stable nocturnal boundary layer, there are often low wind speeds close to the surface. The 
wind speed then increases with height until a level where a nocturnal jet forms. However, with a 
well mixed boundary layer, the wind speed at night will remain at a higher value near the surface 
during the night with no nocturnal jet forming aloft, due to the higher turbulence and the neutral 
buoyancy of the air. Hence urban areas are likely to have higher wind speeds during the night 
close to the surface than their surrounding rural areas. 
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This lack of stable conditions, the higher roughness in urban areas, and the fact that light wind 
situations are not of great interest for wind energy, means that, for the purpose of urban wind 
power generation predictions, it is likely to be a reasonable first approximation to assume neutral 
conditions. 
 

4.4 Orographic Flow Models 
 

4.4.1 Introduction 
 
While large ranges of hills and mountains are known to have large effects on the wind, even 
relatively small hills within the boundary layer can have a significant impact on the wind field. 
Typically there is flow speed-up relative to the undisturbed flow at the crest, and deceleration at 
the upstream and downstream base. For example, a sinusoidal ridge of wavelength 2 km and 
50m high (base to crest) will give a flow speed up above the crest of around 15% (and an 
increase in power of over 50%). Steeper hills have still larger impact, with increased speed-up at 
the crest and, beyond a critical threshold (e.g. Wood, 1995), the formation of separated region of 
weak or reversed flow behind the hill. 
 
Much of the work on understanding and modelling the effects of hills on the wind has used a 
linear approach to the problem. In this method, the wind u(z) is decomposed into an undisturbed 
or upstream part (uref(z)) and a perturbation induced by the hill (u’(z)). The perturbation quantities 
are then assumed to be small so that terms in the equations of motion which involve products of 
perturbation quantities can be neglected. Once this simplification (the validity of which will be 
discussed later) has been made, predicting hill-induced wind perturbations becomes more 
tractable analytically and also cheaper numerically. 
 

4.4.2 Linear analytic models 
 
These models all build on the original work of Jackson and Hunt (1975) in which flow over a hill 
is broadly divided into two layers – an inner region close to the surface in which turbulence 
effects are important, and an outer region in which the flow is essentially inviscid. The result is a 
prediction of streamwise velocity perturbations which scale on 
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Here is the height of the hill and  is the half width at half height (and so the perturbations 
increase linearly with increasing hill steepness).  is the depth of the inner region, which itself 
depends on  and the surface roughness. Various heuristic modifications to the theory which 
led to improved agreement with observations were made in the development of the MS3DJH 
model (Taylor et al, 1983; Walmsley et al, 1986) and separately by Mason and King (1985). 
These include allowing for the decay of pressure perturbations with height, making various 
modifications to the chosen velocity scales for each region, and also treating each Fourier mode 
of the orography independently, each using its own appropriate length scales (rather than using 
a single bulk length scale). Hunt et al (1988a) completed a more formally exact linear solution for 
neutral flow over a hill, properly matching the different regions and including the (previously 
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neglected) impact of shear in the upstream solution. Hunt et al (1988b) further extended this 
analysis to include stability effects. 
 
WAsP uses an orographic flow model closely related to MS3DJH (and, for computational 
efficiency, uses a polar numerical grid to enable concentration of resolution close to the point of 
interest). Flowstar is effectively an implementation of Hunt et al (1988a,b), although it does not 
use separate wavenumber-dependent scales for each Fourier mode. 

4.4.3 Linear numerical models 
 
A parallel series of developments has used numerical models to solve the linearized equations 
of motion (rather than using asymptotic matching). For example Beljaars et al. (1987) introduced 
the mixed spectral finite-difference (MSFD) approach, using spectral methods in the horizontal 
combined with the finite-difference method in the vertical. This combined the simplicity and 
efficiency of linear methods with the flexibility of being able to use different turbulence closure 
schemes. With a mixing length closure the results for the mean velocity over a hill were found to 
be similar to those previously obtained by Taylor et al. (1983) using asymptotic matching. 
Switching to a higher-order E-epsilon turbulence closure led to some increase in velocity speed-
up at the crest in the inner region (improving agreement with observations) but had little impact 
higher up. 
 
The MSFD model was further developed by Ayotte et al (1994) who tested the effects of a series 
of different turbulent parametrizations. Consistent with the earlier studies, these were found to 
have a large impact on the turbulence statistics, but only affected the mean fields in the inner 
region (where up to 20% variations in predicted fractional speed-up for a given hill could be 
obtained). Ayotte et al. (1996) further extended the model, allowing a more realistic range of 
upstream profiles (effectively generated by a one-dimensional boundary layer model) rather than 
assuming a logarithmic profile. This is potentially important when modelling flow over hills whose 
length is sufficient that the inner region becomes comparable to the inertial sublayer depth. A 
similar approach has been taken in the 3d-VOM model (Vosper, 2003; King et al, 2004) used 
operationally at the Met Office to predict orographically-induced wind perturbations (and in 
particular lee waves). 

4.4.4 Validity of linear models 
 
These linear models (both analytic and numerical) have been extensively tested against 
observations of flow over small-scale hills in the boundary layer e.g. Blashaval (Mason and King, 
1986), Askervein (Taylor and Teunissen, 1987), and in the wind tunnel (e.g. Rushil 
(Khurshudyan et al, 1981)). Encouragingly the limitations of the model due to the assumption of 
linearity have been found to be less restrictive than might be assumed from theory e.g. Taylor et 
al. (1987) and Finardi et al (1993) both report good results from linear models on the upslope 
and crest for H/L as large as around 0.35 (or equivalently slopes of around 20 degrees), 
although as the flow in reality approaches the point at which it separates behind the hill, linear 
models tend to underestimate slowing of the winds in this region. Even for H/L=0.58, Finardi et al 
found speedup errors of less than 20% except in the wake region behind the hill. Similar results 
have been obtained comparing solutions from linear and fully non-linear models. 
 
Linear approaches will also fail if the height of the hill becomes comparable to the buoyancy 
scale (U0/N, where N is the buoyancy frequency, given by ( )2N g θ θ z= ∂ ∂ , where θ  is the 
potential temperature). In reality, in these conditions the effects of stability lead to flow splitting 
around the hill rather than going over it. For short wavelength hills this will only occur on calm, 
stable nights (when drainage currents will also be an issue). Fortunately these cases will 
contribute little to the overall wind resource, and so the errors are probably of no great 
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